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Abstract: Updates evaluation and conclusion of KI#1 to remove the left NOTE.
1. Introduction/Discussion
In the last meeting, there was no consensus on whether or not SMF may activate SN on N3 for packet in-order delivery. Thus, following conclusion is proposed for the packet out-of-order issue:
NOTE: Packet out-of-order issue on N3 interface is not considered in this release.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-27.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc113454803]8.1	Conclusions on PCC/QoS control enhancement considering dynamic satellite backhaul
For the determination of packet delivery latency of the satellite backhaul on the UP path, following conclusions are proposed:
-	The PCF may determine the packet delivery latency on N3 interface, if it detects dynamic satellite backhaul is used to serve the PDU session. The PCF can determine the N3 latency based on configuration or by using QoS monitoring triggered by PCF;
-	The SMF activates the QoS monitoring to measure the packet delivery latency on N3 interface according to the PCC rule;
-	The measured delay can be used by PCF for policy control, and can be considered for UPF selection (e.g. when the different types of backhaul network can be used in CP and UP).
For exposure of backhaul information to the AF, there are solutions #1, #2, #3, following conclusions are proposed:
-	The PCF can report packet delivery latency to the AF using existing QoS monitoring solution;
-	The AF can request the PCF to report the packet delivery latency using existing QoS monitoring solution.
The reporting of the satellite backhaul category and the observed backhaul delay to CHF as proposed in Solution #1 can be supported but this is to be determined by SA5.
[bookmark: _Hlk117065572]NOTE:	Packet out-of-order issue on N3 interface is not considered in this release. Packet out-of-order related evaluation and conclusion are left for further discussion.
* * * * End of changes * * * *
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