

	
3GPP TSG-SA2 Meeting #154	S2-2210961
Toulouse, France, Nov 14 - 18, 2022			                                    (Revision of S2-2210351)								 
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.288
	CR
	0565
	rev
	1
	Current version:
	17.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Improving the Correctness of Service Experience Predictions with Contribution Weights

	
	

	Source to WG:
	InterDigital Inc., Intel, Vivo

	Source to TSG:
	SA2

	
	

	Work item code:
	DUMMY
	
	Date:
	2022-11-15

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The Key Issue #1 conclusion in TR 23.700-81 states “In order to improve correctness of NWDAF Service Experience analytics, the AF may provide "Service Experience Contribution Weights" to the NWDAF as described in Solution #2.”.

	
	

	Summary of change:
	Added the Service Experience Contribution Weights to the Input Data and added a description of how the Service Experience Contribution Weights are used.

	
	

	Consequences if not approved:
	The specification would not be aligned with the FS_eNA_Ph3 conclusion.

	
	

	Clauses affected:
	 6.4.1, 6.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	This CR is part of outcome of SI FS_eNA_Ph3 and the WI code for the work is not assigned yet & will replace WI code DUMMY when available.

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923]* * * Start of Changes * * * 
[bookmark: _Toc114572077]6.4.1	General
This clause specifies how NWDAF can provide Observed Service Experience (i.e. average of observed Service MoS and/or variance of observed Service MoS indicating service MOS distribution for services such as audio-visual streaming as well as services that are not audio-visual streaming such as V2X and Web Browsing services) analytics, in the form of statistics or predictions, to a service consumer.
The Observed Service Experience analytics may provide one or more of the following outputs:
-	Service Experience for a Network Slice: Service Experience for a UE or a group of UEs or any UE in a Network Slice;
-	Service Experience for an Application: Service Experience for a UE or a group of UEs or any UE in an Application or a set of Applications;
-	Service Experience for an Edge Application over a UP path: Service experience for a UE or a group UEs or any UE in an Application or a set of Applications over a specific UP path (UPF, DNAI and EC server);
-	Service Experience for an Application over a RAT Type or Frequency or both: Service experience for a UE or a group of UEs in an Application or a set of Applications over a RAT Type or over a Frequency or both as defined in Table 6.4.1-1.
Therefore, Observed Service experience may be provided as defined in clause 6.4.3. For example, individually per UE or group of UEs, or globally, averaged per Application or averaged across a set of Applications on a Network Slice.
The service consumer may be an NF (e.g. PCF, NSSF, AMF), AF, or the OAM.
The consumer of these analytics shall indicate in the request or subscription:
-	Analytics ID = "Service Experience";
-	Target of Analytics Reporting: one or more SUPI(s) or Internal Group Identifier(s), or "any UE";
-	Analytics Filter Information as defined in Table 6.4.1-1;
-	optionally, maximum number of objects and maximum number of SUPIs;
-	optionally, preferred level of accuracy of the analytics;
-	optionally, a list of analytics subsets that are requested (see clause 6.4.3)
-	optionally, preferred level of accuracy per analytics subset;
-	optionally, preferred order of results for the list of Application Service Experiences and/or Slice instance service experiences: "ascending" or "descending"; and
-	optionally, preferred granularity of location information: TA level or cell level.
Table 6.4.1-1: Analytics Filter Information related to the observed service experience
	Information
	Description
	Mandatory

	
	
	Application
	Network Slice
	Edge Applications over a UP path
	Application over RAT Type and frequency

	Application ID (0...max)
	The identification of the application(s) for which the analytics information is subscribed or requested.
	Y
	N
	Y
	Y

	S-NSSAI
	When requesting Service Experience for a Network Slice: identifies the Network Slice for which analytics information is subscribed or requested.
When requesting Service Experience for an Application: identifies the S-NSSAI used to access the application together with the DNN listed below.
	N
	Y
	N
	N

	NSI ID(s)
	Identifies the Network Slice instance(s) for which analytics information is subscribed or requested.
	N
	N
	N
	N

	Area of Interest
	Identifies the Area (i.e. set of TAIs), as defined in TS 23.501 [2] for which the analytics information is subscribed or requested.
	N
	N
	N
	N

	DNN
	When requesting Service Experience for an Application, this is the DNN to access the application.
	N
	N
	N
	N

	DNAI
(NOTE 1)
	Identifier of a user plane access to one or more DN(s) where applications are deployed as defined in TS 23.501 [2].
	N
	N
	Y
	N

	RAT Type
(NOTE 2)
	Identifies the RAT type.
	N
	N
	N
	Y

	Frequency
(NOTE 2)
	Identifies the Frequency value(s) (e.g. high, low).
	N
	N
	N
	Y

	Application Server Address(es) (NOTE 1)
	List of IP address(s)/FQDN(s) of the Application Server(s) that a UE, group of UEs, or 'any UE' has a communication session for which Service Experience Analytic information is requested.
	N
	N
	Y
	N

	UPF anchor ID (NOTE 1)
	Identifies the UPF where a UE has an associated PDU session
	N
	N
	N
	N

	NOTE 1:	These parameters can be provided when a consumer requires analytics for an edge application over a UP path.
NOTE 2:	A service consumer can provide either a RAT Type or a Frequency or a specific combination of RAT Type and Frequency. A service consumer can also provide multiple instances of RAT Type or multiple instances of Frequency or multiple combinations of RAT type and Frequency. A service consumer can also provide "any" RAT type indication "any" Frequency value indication or "any" indication for all the RAT type and Frequency value the NWDAF has received for the application.



NOTE 1:	A service consumer can use the Area of Interest in order to reduce the amount of signalling that the analytics subscription or request generates.
-	An Analytics target period that indicates the time window for which the statistics or predictions are requested;
-	In a subscription, the Notification Correlation Id and the Notification Target Address;
-	Optionally, Reporting Thresholds, which apply only for subscriptions and indicate conditions on the Service Experience to be reached in order to be notified by the NWDAF (see Table 6.4.3-1 and Table 6.4.3-2).
The NWDAF shall notify the result of the analytics to the consumer as specified in clause 6.4.3.
NWDAF collects the network data from AF (directly or via NEF) and from other 5GC NF(s) in order to calculate and provide statistics and predictions on the observed service experience to a consumer NF or to OAM. When the AF provides Service Experience Information and the Target of Analytics Reporting is one or more UE ID(s), the AF may also provide a Service Experience Contribution Weight with each UE’s Service Experience value. The Service Experience Contribution Weight is determined by the AF and indicates the relative importance of each UE's Service Experience. The NWDAF may use the Service Experience Contribution Weight(s) to calculate and provide statistics, confidence values, and predictions on the observed service experience to a consumer NF or to OAM.
[bookmark: _Hlk118439646]NOTE 2: 	The relative importance of that is conveyed in the Service Experience Contribution Weights is used to indicate the relative importance of the Service Experience value (i.e. MOS). For example, it might be that one the Service Experience of one UE is not very important because the UE is an infrequent user of the service, or the UE does not use all features that are associated with the service. Whereas another UE might be considered important because the UE is a frequent user of the service or a user who uses many features that are associated with the service.
Based on the Analytics Filter information in Table 6.4.1-1 and the Target of Analytics Reporting provided by the service consumer in the analytics subscription or request, NWDAF determines whether service experience analytics should be delivered for:
i)	Application(s);
ii)	Network Slice;
iii)	both Application(s) and Network Slice;
iv)	Edge Applications over a UP path;
v)	Application(s) over RAT Type(s) and/or Frequency value(s).
If NWDAF is unable to differentiate based on the analytics subscription or request, it provides service experience analytics for both Application(s) and Network Slice.
If service experience for both Application(s) and Network Slice is desired but the Target of Analytics Reporting or Analytics Filter information values (e.g. Area of Interest) need to be different, separate subscriptions/requests may be provided by the service consumer.

* * * Next Change * * * 

[bookmark: _Toc114572078]6.4.2	Input Data
The service data and performance data collected from the AF (including the service data collected from the UE through the AF), the network data from other 5GC NFs and the network data from OAM for observed service experience are defined in Table 6.4.2-1, 6.4.2-1a, Table 6.4.2-2, Table 6.4.2-3 and Table 6.4.2-4 respectively.
Table 6.4.2-1: Service Data from AF related to the observed service experience
	Information
	Source
	Description

	Application ID
	AF
	To identify the service and support analytics per type of service (the desired level of service)

	IP filter information
	AF
	Identify a service flow of the UE for the application

	Locations of Application
	AF/NEF
	Locations of application represented by a list of DNAI(s). The NEF may map the AF-Service-Identifier information to a list of DNAI(s) when the DNAI(s) being used by the application are statically defined.

	Service Experience
	AF
	Refers to the QoE per service flow as established in the SLA and during on boarding. It can be either e.g. MOS or video MOS as specified in ITU-T P.1203.3 [11] or a customized MOS for any kind of service including those not related to video or voice.

	UE ID
	AF
	The list of UE ID(s) that are associated with the Service Experience value(s). When the AF is untrusted, GPSI(s) will be provided. When the AF is trusted SUPI(s) will be provided.

	Service Experience Contribution Weight
	AF
	The list of Service Experience Contribution Weight(s) that are associated with each of the provided UE ID(s).

	QoE metrics
	UE (via AF)
	QoE metrics observed at the UE(s). QoE metrics and measurement as described in TS 26.114 [27], TS 26.247 [28], TS 26.118 [29], TS 26.346 [30], TS 26.512 [31] or ASP specific QoE metrics, as agreed in the SLA with the MNO, may be used.
Editor's note:	How to structure the ASP specific QoE metrics and which specification will document it depends on SA WG4's decision.

	Timestamp
	AF
	A time stamp associated to the Service Experience provided by the AF, mandatory if the Service Experience is provided by the ASP.

	Application Server Instance
	AF
	The IP address or FQDN of the Application Server that the UE had a communication session when the measurement was made.



NWDAF subscribes to the service data from AF in the Table 6.4.2-1 either directly for trusted AFs by invoking Naf_EventExposure_Subscribe service (Event ID = Service Experience information, Event Filter information = Area of Interest, Application ID) as defined in TS 23.502 [3], or indirectly for untrusted AFs via NEF by invoking Nnef_EventExposure_Subscribe service (Event ID = Service Experience information, Event Filter information = Area of Interest, Application ID) where NEF translates the Area of Interest into geographic zone identifier(s). For the information whose source is UE (via AF), the AF collects data from the UE as defined in clause 6.2.8.
NOTE:	When the Service Experience is expressed as a customized MOS, the customized MOS might be defined by the content provider or by the MNO and might be based on the nature of the targeted service type (e.g. web browsing, gaming, augmented reality, V2X, SMS).
Table 6.4.2-1a: Performance Data from AF
	Information
	Source
	Description

	UE identifier
	AF
	IP address of the UE at the time the measurements was made.

	UE location
	AF
	The location of the UE when the performance measurement was made.

	Application ID
	AF
	To identify the service and support analytics per type of service (the desired level of service).

	IP filter information
	AF
	Identify a service flow of the UE for the application.

	Locations of Application
	AF/NEF
	Locations of application represented by a list of DNAI(s). The NEF may map the AF-Service-Identifier information to a list of DNAI(s) when the DNAI(s) being used by the application are statically defined.

	Application Server Instance address
	AF/NEF
	The IP address/FQDN of the Application Server that the UE had a communication session when the measurement was made.

	Performance Data
	AF
	The performance associated with the communication session of the UE with an Application Server that includes: Average Packet Delay, Average Loss Rate and Throughput.

	Timestamp
	AF
	A time stamp associated to the Performance Data provided by the AF.



NWDAF subscribes to the performance data from AF in the Table 6.4.2-1a either directly for trusted AFs by invoking Naf_EventExposure_Subscribe service (Event ID = Performance Data, Event Filter information = Area of Interest, Application ID) as defined in TS 23.502 [3], or indirectly for untrusted AFs via NEF by invoking Nnef_EventExposure_Subscribe service (Event ID = Performance Data, Event Filter information = Area of Interest, Application ID) where NEF translates the Area of Interest into geographic zone identifier(s).
Table 6.4.2-2: QoS flow level Network Data from 5GC NF related to the QoS profile assigned for a particular service (identified by an Application Id or IP filter information)
	Information
	Source
	Description

	Timestamp
	5GC NF
	A time stamp associated with the collected information.

	Location
	AMF
	The UE location information, e.g. cell ID or TAI.

	UE ID
	AMF
	(list of) SUPI(s). If UE IDs are not provided as Target of Analytics Reporting for slice service experience, AMF returns the UE IDs matching the AMF event filters.

	DNN
	SMF
	DNN for the PDU Session which contains the QoS flow.

	S-NSSAI
	SMF
	S-NSSAI for the PDU Session which contains the QoS flow.

	Application ID
	SMF
	Used by NWDAF to identify the application service provider and application for the QoS flow.

	UPF info (NOTE 1)
	SMF
	UPF ID/address/FQDN information for the UPF serving the UE.

	DNAI
	SMF
	Identifies the access to DN to which the PDN session connects.

	IP filter information
	SMF
	Provided by the SMF, which is used by NWDAF to identify the service data flow for policy control and/or differentiated charging for the QoS flow.

	QFI
	SMF
	QoS Flow Identifier.

	QoS flow Bit Rate
	UPF
	The observed bit rate for UL direction; and
The observed bit rate for DL direction.

	QoS flow Packet Delay
	UPF
	The observed Packet delay for UL direction; and
The observed Packet delay for the DL direction.

	Packet transmission
	UPF
	The observed number of packet transmission.

	Packet retransmission
	UPF or AF
	The observed number of packet retransmission.

	NOTE 1:	The UPF info may indicate information of an anchor UPF of the PDU session containing the QoS flow.



NOTE 1:	How NWDAF collects QoS flow Bit Rate, QoS flow Packet Delay, Packet transmission and Packet retransmission information from UPF is not defined in this Release of the specification.
NOTE 2:	Care needs to be taken with regards to load and major signalling caused when requesting Any UE. This could be achieved via utilization of some event filters (e.g. Area of Interest for AMF), Analytics Reporting Information (e.g. SUPImax), or sampling ratio as part of Event Reporting Information.
NWDAF subscribes to the network data from 5GC NF(s) in the Table 6.4.2-2 by invoking Nnf_EventExposure_Subscribe service operation with the following Event IDs as input parameters:
-	AMF Source: Namf_EventExposure_Subscribe (Event IDs = Location Changes, Area of Interest).
-	SMF Source: Nsmf_EventExposure_Subscribe (Event ID = QFI allocation).
Table 6.4.2-3: UE level Network Data from OAM related to the QoS profile
	Information
	Source
	Description

	Timestamp
	OAM
	A time stamp associated with the collected information.

	Reference Signal Received Power
	OAM
(see NOTE 1)
	The per UE measurement of the received power level in a network cell, including SS-RSRP, CSI-RSRP as specified in clause 5.5 of TS 38.331 [14] and E-UTRA RSRP as specified in clause 5.5.5 of TS 36.331 [15]

	Reference Signal Received Quality
	OAM
(see NOTE 1)
	The per UE measurement of the received quality in a network cell, including SS-RSRQ, CSI-RSRQ as specified in clause 5.5 of TS 38.331 [14] and E-UTRA RSRQ as specified in clause 5.5.5 of TS 36.331 [15]

	Signal-to-noise and interference ratio
	OAM
(see NOTE 1)
	The per UE measurement of the received signal to noise and interference ratio in a network cell, including SS-SINR, CSI-SINR, E-UTRA RS-SINR, as specified in clause 5.1 of TS 38.215 [12]

	The mapping information between cell ID and frequency
	OAM
	The mapping information between cell ID and frequency (NOTE 2).

	Cell Energy Saving State
	OAM
	List of the cells which are within the area of interest and are in energy saving state, as specified in clauses 3.1 and 6.2 of TS 28.310 [24].

	NOTE 1:	Per UE measurement for a specific UE from OAM (via MDT), is as captured in clause 6.2.3.1.
NOTE 2:	The MDT measurement report provides the cell identity and carrier frequency information for UE's serving cell and neighbour cell(s). The NWDAF can get the mapping information between cell ID and frequency using OAM service as described in clause 6.2.3.



NWDAF subscribes the network data from OAM in the Table 6.4.2-3 by using the services provided by OAM as described in clause 6.2.3.
Table 6.4.2-4: UE level Network Data from 5G NF related to the Service Experience
	Information
	Source
	Description

	Timestamp
	5GC NF
	A time stamp associated with the collected information.

	Location
	AMF
	The UE location information, e.g. cell ID or TAI.

	UE ID 
	AMF
	(list of) SUPI(s).

	RAT Type
	SMF
	The RAT type the UE camps on.



The Event Filters for the service data collection from SMF, AMF and AF are defined in TS 23.502 [3].
The timestamps are provided by each NF to allow correlation of QoS and traffic KPIs. The clock reference is able to know the accuracy of the time and correlate the time series of the data retrieved from each NF.

* * * End of Changes * * * 

