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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc114668196]4.15.9.3	Time Synchronization activation, modification and deactivation
[bookmark: _Toc114668197]4.15.9.3.1	General
This procedure can be used by the AF to activate, modify or deactivate the (g)PTP instances in 5GS.
The AF may activate the time synchronization service using the Nnef_TimeSynchronization_ConfigCreate service operation. The service operation creates a time synchronization configuration based on the service parameters as indicated in the create request. The AF may update the time synchronization configuration using the Nnef_TimeSynchronization_ConfigUpdate service operation. The AF may deactivate the time synchronization service using the Nnef_TimeSynchronization_ConfigDelete service operation, which deletes the corresponding time synchronization service configuration.
The Nnef_TimeSynchronization_ConfigCreate and Nnef_TimeSynchronization_ConfigUpdate request may contain the parameters as described in Table 4.15.9.3-1.
Table 4.15.9.3-1: Description of Time Synchronization service parameters
	Time Synchronization Parameter
	Description

	PTP instance type
	Identifies the requested PTP instance type as described in clause 5.27.1.4 of TS 23.501 [2].

	Transport protocol
	Identifies the requested transport protocol for PTP instance as described in clause 5.27.1.4 of TS 23.501 [2]. This is applicable for IEEE Std 1588 [76] Boundary Clock and Transparent Clock operation.

	PTP Profile
	Identifies the PTP profile for the PTP instance as requested by AF.

	Grandmaster enabled
	Indicates whether the AF requests the PTP instance in 5GS to be able to act as a grandmaster for PTP or gPTP (depending on the requested PTP instance type).
This is applicable for IEEE Std 1588 [76] Boundary Clock or IEEE Std 802.1AS [75] operation.
[optional]

	Grandmaster priority
	Indicates a priority used as defaultDS.priority1 when generating Announce message when 5GS acts as (g)PTP GM. Applicable only if the Grandmaster enabled = TRUE. If omitted, the default value as described in the PTP Profile is used.
[optional]

	Time Domain
	(g)PTP domain of the PTP instance as defined in IEEE Std 1588 [76].

	Temporal Validity Condition
	Indicates start-time and stop-time attributes that describe the time period when the time synchronization service for a PTP instance is active.
[optional]

	Time synchronization error budget
	Indicates the time synchronization budget for the time synchronization service (as described in clause 5.27.1.9 of TS 23.501 [2]).
[optional]

	AF Requested Coverage Area
	Indicates the allowed area for the time synchronization service (as described in clause 5.27.1.X of TS 23.501 [2]).
[optional]

	For each PTP port in the PTP instance

	Either UE identity (for a DS-TT port), or "N6 interface" indication
	Identifies the UE/DS-TT which the parameters below apply. "N6 interface" indicates that the parameters below apply to the N6 interface.
If the "PTP port" needs to be identified, this field refers to the UE identity (GPSI or SUPI).
If the N6 termination needs to be identified, then this field indicates "N6 interface" flag, instead of SUPI or GPSI.

	PTP enabled
	TRUE/FALSE. This is used to set the portDS.portEnable. If omitted, the default value as described in the PTP Profile is used.
[optional]

	Log Sync Interval
	Specifies the mean time interval between successive Sync messages. This is applicable for IEEE Std 1588 [76] Boundary Clock or IEEE Std 802.1AS [75] operation. If omitted, the default value as described in the PTP Profile is used.
[optional]

	Use management settable Log Sync Interval
	TRUE/FALSE. This is applicable if the PTP Profile is I IEEE Std 802.1AS [75].
When set to FALSE, the Log Sync Interval is used to set the initialLogSyncInterval as described in IEEE Std 802.1AS [75]. When set to TRUE, the Log Sync Interval is used to set the mgtSettableLogSyncInterval as described in IEEE Std 802.1AS [75].
If omitted, the default value as described in the IEEE Std 802.1AS [75] is used.
[optional]

	Log Announce Interval
	Specifies the mean time interval between successive Announce messages. This is applicable for IEEE Std 1588 [76] Boundary Clock or IEEE Std 802.1AS [75] operation. If omitted, the default value as described in the PTP Profile is used.
[optional]

	Use management settable Log Announce Interval
	TRUE/FALSE. This is applicable if the PTP Profile is IEEE Std 802.1AS [75].
When set to FALSE, the Log Announce Interval is used to set the initialLogAnnounceInterval as described in IEEE 802.1AS. When set to TRUE, the Log Announce Interval is used to set the mgtSettableLogAnnounceInterval as described in IEEE Std 802.1AS [75].
If omitted, the default value as described in the IEEE Std 802.1AS [75] is used.
[optional]



The AF may use Nnef_TimeSynchronization_CapsSubscribe service operation as described in clause 4.15.9.2 to learn the UE capabilities for time synchronization service. The Nnef_TimeSynchronization_CapsNotify service operation indicates the list of UE identities, User-plane Node ID and the Subscription Correlation ID. The AF can use the Subscription Correlation ID and the user-plane node ID received in the Nnef_TimeSynchronization_CapsNotify service operation as a target of the Nnef_TimeSynchronization_ConfigCreate request. The NEF uses the Subscription Correlation ID and user-plane node ID to determine the list of UEs and list of AF-sessions to which the Nnef_TimeSynchronization_ConfigCreate service operation is targeted to.

Next CHANGE

[bookmark: _Toc114668201]4.15.9.4	Procedures for management of 5G access stratum time distribution
The AF can use the procedure to activate, update or delete the 5G access stratum time distribution for one UE or a group of UEs.
The AF may query the status of the 5G access stratum time distribution using Nnef_ASTI_Get service operation. The Nnef_ASTI_Create and Nnef_ASTI_Update request may contain the parameters as described in Table 4.15.9.4-1.
Table 4.15.9.4-1: Description of 5G access stratum time distribution parameters
	Parameter
	Description

	5G access stratum time distribution indication (enable, disable)
	Indicates that the access stratum time distribution via Uu reference point should be activated or deactivated for the associated UE identities.

	Time synchronization error budget
	Indicates the time synchronization error budget for the time synchronization service (as described in clause 5.27.1.9 of TS 23.501 [2]).
[optional]

	Temporal Validity Condition
	Indicates start-time and stop-time attributes that describe the time period when the time synchronization service is active.
[optional]

	AF Requested Coverage Area
	Indicates the allowed area for the time synchronization service (as described in clause 5.27.1.X of TS 23.501 [2]).
[optional]



[image: ]
Figure 4.15.9.4-1: Management of 5G access stratum time information
1.	AM Policy Association establishment as described in clause 4.16.1.
2.	(When the procedure is triggered by the AF request to influence the 5G access stratum time distribution):
-	To create a new request, the AF provides access stratum time distribution parameters to the NEF using the Nnef_ASTI_Create service operation (together with the AF identifier and potentially further inputs as specified in table 4.15.9.4-1), including a target (one UE identified by SUPI or GPSI, a group of UEs identified by an External Group Identifier. The NEF forwards the GPSI or the External Group Identifier to the TSCTSF by including it inside the Ntsctsf_ASTI_Create request.
-	To update or remove an existing request, the AF invokes an Nnef_ASTI_Update or Nnef_ASTI_Delete service operation providing the corresponding time synchronization configuration id.
-	To query the status of the access stratum time distribution, the AF invokes Nnef_ASTI_Get service operation providing the target (a list of UE identities (SUPI or GPSIs) or an External Group Identifier).
	The AF that is part of operator's trust domain may invoke the services directly with the TSCTSF and identifies the targeted UE(s) using SUPI(s) or an Internal Group Identifier.
NOTE 1:	Steps 1 and 2 can occur in any order.
3.	(When the procedure is triggered by the AF request to influence the 5G access stratum time distribution):
-	The NEF authorizes the request. After successful authorization, the NEF invokes the Ntsctsf_ASTI_Create/Update/Delete/Get service operation with the TSCTSF discovered and selected as described in clause 6.3.24 of TS 23.501 [2].
-	The TSCTSF determines whether the targeted UE is part of a PTP instance in 5GS, if so the TSCTSF rejects the request (steps 4-10 are skipped).
	(When the procedure is triggered by PTP instance activation, modification, or deactivation in the TSCTSF):
-	If time synchronization error budget is provided by the AF, the TSCTSF may use the PTP port state of each DS-TT to determine an Uu time synchronization error budget for corresponding SUPIs that are part of the PTP instance.
-	If time synchronization error budget is provided by the AF, the TSCTSF calculates the Uu time synchronization error budget as described in clause 5.27.1.9 of TS 23.501 [2].
4.	If the AF targeted UE(s) are identified by GPSI(s) or an External/Internal Group Identifier, the TSCTSF uses the Nudm_SDM_Get request to retrieve the subscription information (SUPI(s)) from the UDM using each GPSI or the External Group Identifier as received from the NEF, or an Internal Group Identifier as provided by the AF directly.
5.	The UDM provides the Nudm_SDM_Get response containing SUPI(s) that are mapped from each received GPSI or the External/Internal Group Identifier and identify the targeted UEs.
6.	The TSCTSF searches the PCF for the UE using Nbsf_Management_Subscribe with a SUPI as an input parameter, indicating that it is searching for the PCF that handles the AM Policy Association of the UE.
7.	The BSF provides to the TSCTSF the identity of the PCF for the UE for the requested SUPI via an Nbsf_Management_Notify operation. If matching entries already existed in the BSF when step 6 is performed, this shall be immediately reported to the TSCTSF.
8.	The TSCTSF sends to the PCF for the UE its request for the AM policy of the UE (identified by SUPI) using Npcf_AMPolicyAuthorization request, containing the 5G access stratum time distribution indication (enable, disable) and optionally the calculated Uu time synchronization error budget.
9.	If the PCF receives multiple time synchronization error budgets for a given UE, then the PCF picks the most stringent budget. The PCF takes a policy decision and then the PCF may initiate an AM Policy Association Modification procedure for the UE as described in clause 4.16.2.2 to provide AMF the 5G access stratum time distribution parameters. As part of this, the AMF shall, if supported, store the 5G access stratum time distribution indication (enable, disable) and the Uu time synchronization error budget in the UE context in AMF and send the 5G access stratum time distribution indication (enable, disable) and the Uu time synchronization error budget, when they are available, to NG-RAN during mobility registration, AM policy modification, Service Request, N2 Handover and Xn handover as specified in TS 38.413 [10]. The NG-RAN node shall, if supported, store the information in the UE Context. Based on this information, the NG-RAN node provides the 5GS access stratum time to the UE according to the Uu time synchronization error budget as provided by the TSCTSF (if supported by UE and NG-RAN).
NOTE 2:	This release of the specification assumes that deployments ensure that the targeted UEs and the NG-RAN nodes serving those UEs support Rel-17 propagation delay compensation as defined in TS 38.300 [30].
10.	The PCF of the UE replies to the TSCTSF with the result of Npcf_AMPolicyAuthorization operation.
11.	The TSCTSF responds the AF with the Ntsctsf_ASTI_Create/Update/Delete/Get service operation response.
12.	The NEF informs the AF about the result of the Nnef_ASTI_Create/Update/Delete/Get service operation performed in step 2.


Next CHANGE

4.15.9.X	AF Requested Coverage area for the Time synchronization
Time synchronization exposure allows an AF to configure time synchronization in 5GS. For (g)PTP operation, the Time synchronization service allows t domain may invoke the services directly with TSCTSF and TSCTSF responds/notifies directly to the AF, accordingly.


Figure 4.15.9.X-1: AF Requested Coverage Area for time sychronization
1.	For (g)PTP time syhchronization service, the AF invokes Nnef_TimeSynchronization_ConfigCreate/Update service operationas described in clause 4.15.9.3.2 or 4.15.9.3.3. For 5G access stratum time distribution, the AF invokes Nnef_ASTI_Create/Update service operation as described in clause 4.15.9.4. For both case, the AF included the AF Requested Coverage Area in the request.
	If the AF provides geographical area as the AF Requested Coverage Area, the NEF transforms it to a list of Tracking Area.
2.	For (g)PTP time syhchronization service, this step is same with step 2 in clause 4.15.9.3.2 or 4.15.9.3.3. For 5G access stratum time distribution, this step is same with step 2 in clause 4.15.9.4. The NEF also forward the Requested Coverage Area in the request.
3.	The TSCTSF discovers the AMF(s) serving the list of TA(s) using the NRF_NFDiscovery service operation.
4.	The TSCTSF subscribes to UE’s location or UE's presence in Area of Interest at the discovered AMF(s).
5.	The AMF notify the TSCTSF UE location, or whether UE is in or out of Area of Interest as as specified in the clause 4.15.4.2.
6.	According the notification from AMF, the TSCTSF determines whether the targeted UE(s) are inside or outside the AF Requested Coverage Area.
7.	Whether to activate/deactive the time synchronization for the UE/DS-TT is specified in the TS 23.501 [2] clause 5.27.1.X.
	If creating PTP port, or re-enabling the PTP port in the DS-TT is needed, the TSCTSF perform the step 5-6 in clause 4.15.9.3.2 or 4.15.9.3.3. 
	If the disabling the PTP port in the DS-TT is needed, the TSCTSF perform the step 5-6 in clause 4.15.9.3.4.
	If the enabling/disabling the 5G access stratum time distribution is needed, the TSCTSF perform the step 6-9 in clause 4.15.9.4.


END OF CHANGES
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