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* * * * Start of 1st Change * * * *

[bookmark: _Toc20150180][bookmark: _Toc27846986][bookmark: _Toc36188117][bookmark: _Toc45184024][bookmark: _Toc47342866][bookmark: _Toc51769568][bookmark: _Toc114665605]5.35.x	Support for Mobile Base Station Relay
[bookmark: _Toc27846977][bookmark: _Toc36188108][bookmark: _Toc45184013][bookmark: _Toc47342855][bookmark: _Toc51769557][bookmark: _Toc114665594]5.35.x.x	CAG based control of UE access to 5GS via MBSR
5.35.x.x.1	General
When a UE connects to 5GS via a MBSR (a mobile IAB-node), the access control of the UE is managed by CN, RAN and UE. During the CM-CONNECTED mobility, the access control via MBSR (mobile IAB-node) is managed by CN and RAN.
RAN and CN shall support the UE access control based on the CAG identifier associated with the MBSR cell and the allowed CAG identifiers for the UE that supports CAG functionality.
UEs supporting CAG may select the cells covered by a MBSR based on the configured MBSR CAG identifier using the existing CAG mechanism defined in clause 5.30.3.4. The legacy UE(s) that support CAG shall also support to access the MBSR cell based on the CAG identifier.
The enhanced Allowed CAG list including time duration and location information may be provided to UE and AMF for enforcement to make sure UE not accessing the MBSR cell outside of the time duration or geographic area, e.g. if the time when a certain CAG is allowed for a UE is up or UE is out of the geographic area, the CAG for the UE is revoked from the network.
For the UEs that do not support CAG (i.e. the UE is not able to understand the broadcasted CAG information by the cell) but support the use of IAB architecture as defined in clause 5.35.1, they may select the cell as normal and rely on RAN and CN to control the IAB-node access using network side CAG control logic.
NOTE:	RAN and CN are allowed to use not only CAG mechanism but also the other existing mechanism e.g. forbidden Tracking Area.
[bookmark: _Toc20150031][bookmark: _Toc27846830][bookmark: _Toc36187961][bookmark: _Toc45183865][bookmark: _Toc47342707][bookmark: _Toc51769408][bookmark: _Toc114665419]5.35.x.x.2	CAG identifier of MBSR
If the MBSR is pre-configured with the PLMN list in which the MBSR (i.e. mobile IAB-node) is allowed to operate as an IAB node, the corresponding CAG Identifier per PLMN shall also be configured in the MBSR either during the communication with the serving PLMN OAM or pre-configured and announced by the cells covered by the MBSR. 
The CAG identifier value of MBSR cell shall be different from the CAG identifier of normal cell and unique within the scope of a PLMN ID. 

* * * * End of Changes * * * *

