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AF might need to obtain DNAI(s) associated to EAS(s), e.g. for edge relocation. However, there exists a scenario where the AF has not been provided beforehand with DNAI information and needs to know the DNAI(s) associated with the EAS(s) in the EHE under its responsibility.

6.x.2	Procedure


Figure 6.x.2-1: AF obtaining DNAI(s) of EAS(s)
It is assumed that NEF/UDR is configured by OAM with the mapping information between EAS IP/IP range/FQDN and DNAI.
1.	AF sends Nnef_EASExposure Request message to subscribe to DNAI associated with the required EAS(s), including EAS IP(s)/IP range(s) and/or FQDN(s), and optionally DNN, S-NSSAI and geographical area for each EAS. The message also includes report type (one-time report or continuous report) and Event Reporting Information (defined in Table 4.15.1-1 of TS 23.502 [3]) If AF unsubscribes the DNAI(s), it sends Nnef_EASExposure_Unsubscribe Request with Subscription Correlation ID.
	NEF checks whether the AF is authorized to perform the subscription. If NEF does not know the mapping between the required EAS IP/IP range/FQDN and DNAI (e.g. not configured by OAM), steps 2-3 shall be performed. Otherwise steps 2-3 are skipped.
2.	NEF sends Nudr_DM_Subscribe Request to subscribe the DNAI(s), including information received from AF. If AF requests to unsubscribe the DNAI(s), NEF sends Nndr_DM_Unsubscribe Request with Subscription Correlation ID.
3.	UDR responds to the NEF with Nudr_DM_Subscribe Response message, optionally including the DNAI(s) if immediate reporting flag is included in step 2, or responds Nndr_DM_Unsubscribe Response with result indication.
[bookmark: _GoBack]4.	NEF responds to the AF with Nnef_EASExposure_Subscribe Response message, optionally including the DNAI(s) if immediate reporting flag is included in step 1, or responds Nnef_EASExposure_Unsubscribe Response with result indication.
5.	Once the mapping information between EAS IP/IP range/FQDN and DNAI is changed or removed, and report type is continuous report,
-	If UDR is subscribed the DNAI(s) by NEF, UDR sends the updated DNAI(s) to NEF with Nudr_DM_Notify, and NEF sends the updated DNAI(s) to AF with Nnef_EASExposure Notify message.
-	If NEF is subscribed the DNAI(s) by AF, and UDR is not subscribed the DNAI(s) by NEF, NEF sends the updated DNAI(s) to AF with Nnef_EASExposure Notify message.
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