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**************** 1st changes (4.2) ***************
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The reference architectures for supporting Edge Computing are based on the reference architectures specified in clause 4.2 of TS 23.501 [2]. The following reference architectures for non-roaming,  and LBO roaming, and HR roaming with session breakout scenarios further depict the relationship between the 5GS and a DN where Edge Application Servers (EASs) are deployed in an EHE.
Figure 4.2-1 depicts 5GS architecture for non-roaming scenario supporting Edge Computing with UL CL/BP.


Figure 4.2-1: 5GS providing access to EAS with UL CL/BP for non-roaming scenario
Figure 4.2-2 depicts 5GS architecture for non-roaming scenario supporting Edge Computing without UL CL/BP.


Figure 4.2-2: 5GS providing access to EAS without UL CL/BP for non-roaming scenario
Figure 4.2-3 depicts 5GS architecture for LBO roaming scenario supporting Edge Computing with UL CL/BP.


Figure 4.2-3: 5GS providing access to EAS with UL CL/BP for LBO roaming scenario
Figure 4.2-4 depicts 5GS architecture for LBO roaming scenario supporting Edge Computing without UL CL/BP.


Figure 4.2-4: 5GS providing access to EAS without UL CL/BP for LBO roaming scenario
Figure 4.2-X depicts 5GS architecture for HR roaming scenario with Uplink Classifier/Branching Point in VPLMN.


Figure 4.2-X: 5GS providing access to EAS with UL CL/BP in VPLMN for HR roaming scenario

NOTE 1:	Only some of the 5GS NFs are shown in the above reference architecture figures. In the above figures, the split between the UPF acting as UL CL/BP and the UPF acting as local PSA is illustrative.
NOTE 2:	Only the control plane of EASDF is depicted in the figure, the user plane between the EASDF and the UPF (i.e. over which the DNS messages are exchanged) is part of N6. Additionally, the EADSF may have direct connectivity with the local parts of one or more Data Networks.

******************** End changes ********************
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