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[bookmark: _Toc114665317]5.15.XX	Network Slice based Steering of roaming
It shall be possible for the HPLMN to provide network slice based steering of roaming information to the UE, that is the in the automatic network selection mode, to search for a highest priority PLMN, as per received network slice based steering of roaming information, supporting the network slices the UE is currently interested in. The network slice based steering of roaming information includes preferred PLMNs for specific S-NSSAIs in the UE subscription (a preferred PLMN list may be also be a single PLMN that is known by HPLMN to support the S-NSSAI, or a list of PLMNs in preference order that differs from the order of the basic SoR information that is also provided). The network slice based steering of roaming information shall be security protected.
NOTE 1: The encoding of the network slice based steering of roaming information is defined in stage 3 specification.
NOTE 2: The security protection procedure to protect the netwrork slice based steering of roaming procedure is defined in TS 33.501 [29].
The UDM requires knowing the support of the network slice based SoR information by the UE to deliver the network slice based steering of roaming information to the UE. The SoR AF can take into account Subscribed S-NSSAIs of the UE and the Subscribed NSSAI can also be used to generate network slice based steering of roaming information and legacy SoR information as defined in the TS 23.122 [17].
NOTE 2: How the does the UDM know whether the UE support network slice based steering of roaming procedure is defined in stage 3 specifiation.
NOTE 3: Any UE assistance information is transparently forwarded by UDM to SoR-AF during the triggering procedure by UDM. The SoR-AF should not attempt to fetch any assistance information if not provided by the UE. UE assistance information can either implicitly or explicitly indicate that the UE supports slice based SoR feature.
Editor Note:	Whether the UE provides additional assistance information and which kind of additional assistance information need to be discussed in CT1. 
Any UE assistance information is transparently forwarded by UDM to SoR-AF during the triggering procedure by UDM. The SoR-AF should not attempt to fetch any assistance information if not provided by the UE. UE assistance information can either implicitly or explicitly indicate that the UE supports slice based SoR feature.
The network slice based steering of roaming procedure will use the current Steering of roaming principles and architecture as defined for steering of roaming procedure in TS 23.122 [17].
If the UE is in manual mode, the network slice based steering of roaming information shall be ignored. 
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