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	The conclusion for KI#2 NWDAF-assisted application detection in TR23.700-81 agreed to consider the solution #9 as basis for normative work

[bookmark: _Toc113350362][bookmark: _Toc117509217]8.2	Key Issue #2: NWDAF-assisted application detection
It is concluded to focus on the use case of PFD updates for known applications in Solution#9, which is selected as baseline for the normative work.
The known application means an application for which the application ID is already known by the 5GC and can be referenced within PCC rules and for which PFD information (may not be the latest) is already available.
It is concluded, that the NEF(PFDF) as a consumer can request NWDAF to get a new Analytics ID for application detection, following the detail described in solution#9.
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Figure 4.18.2-1 procedure for PFD management via NEF (PFDF)
1.	The AF invokes the Nnef_PFDManagement_Create/Update/Delete service. The Allowed Delay is an optional parameter. If the Allowed Delay is included, it indicates that the list of PFDs in this request should be provisioned within the time interval indicated by the Allowed Delay to the SMF(s) that have subscribed to the PFD management service using Nnef_PFDManagement_Subscribe service operation.
2.	NEF checks whether the AF is authorized to perform this request and NEF (PFDF) checks if the AF is authorised to provision this PFD data based on the operator policies. Besides the information from the AF, the NEF may subscribes to the NWDAF to receive application detection analytics.
3.	The NEF (PFDF) invokes the Nudr_DM_Create/Update/Delete (Application Identifier, one or more sets of PFDs, Allowed Delay) to the UDR.
4.	The UDR updates the list of PFDs for the Application Identifier.
5.	The UDR sends a Nudr_DM_Create/Update/Delete Response to the NEF (PFDF).
6.	The NEF sends Nnef_PFDManagement_Create/Update/Delete Response to the Application Function.
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