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Abstract: This contribution discusses the granularity of PDU Set Integrated Handling.
1.
Discussion
As described in TS 23.501, a QoS Flow can be characterized by one or more Packet Detection Rules PDR(s). In the DL, when a UPF detects traffic that matches a PDR, the UPF can assign the packet to the associated QoS Flow.

At SA2 #154-AH-e, S2-2301472 was agreed. This CR makes the following updates:

1. The attributes of a PDR are updated so that they can include a protocol description which indicates the service protocol used by the flow e.g., H.264/RTP, SRTP.
2. PDU Set QoS Parameters are defined. The PDU Set QoS Parameters include PDU Set Delay Budget, PDU Set Error Rate, and PDU Set Integrated Handling Indication
The above updates imply:

1. It is possible to configure a PDR that detects when a PDU Set requires integrated handling and when a PDU Set does not require integrated handling.
2. All traffic in a flow of an RTP Session that matches the PDR either does or does not need integrated handling.

Observation: 
The above implies that integrated handling is restricted to be enabled for all or none of the traffic in an RTP Session.

Proposal:

It is proposed that SA2 send an LS to SA4 to point out that SA2 has added support for PDU Set Integrated Handling and invite SA4 to comment on the feature (i.e., if RTP Session granularity is sufficient). A draft LS is submitted in S2-2302493.
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