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	Reason for change:
	On top of S2-2301471 which was postponed at SA2#154AHE but was indicated as baseline for the next meeting, this paper intended to update the new clause, “Efficient 5GS Information Exposure”.
Especially, it should be based on the following CRs which was agreed as QoS monitoring/Exposure aspects at SA2#154AHE.
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* * * * Start of 1st Change * * * * 
ALL NEW TEXT 
Updates on top of S2-2301471 (indicated as baseline for the next meeting)
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Some real time network information is useful for application layer. In order to expose network information timely and efficiently to AF or AS, the following applies:
-	The UPF may be required to expose i.e. QoS monitoring results as defined in clause 5.33.3, clause 5.37.X, clause 5.27.1.X and clause 5.X, to AF. As defined in clause 5.8.2.X, the UPF may be instructed 	Comment by Hyunsook (LGE): S2-2301455 [TEI18, 5G_URLLC]	Comment by Hyunsook (LGE): S2-2301455 [TEI18, 5G_URLLC]
-	to report network information directly to an AF or an AS or a TSCTSF, i.e. bypassing the SMF and the PCF; or
-	to report the information to the AF via SMF/PCF/NEF.
-	When the exposed network information is provided by the NG-RAN, the NG-RAN may be instructed to report the information via the tunnel between the NG RAN and PSA UPF, as defined in clause 5.33.3, clause 5.37.X  and clause 5.X.
NOTE 1:	In the scenario of Edge Computing, the AS can be an Edge Application Server (EAS), the AF can be local AF, the UPF can be local UPF
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