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[84]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)".
[85]	WiFi Alliance Technical Committee, Hotspot 2.0 Technical Task Group: "Hotspot 2.0 (Release 2) Technical Specification".
[86]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[87]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
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[97]	IEEE Std 802.1AB-2016: "IEEE Standard for Local and metropolitan area networks -- Station and Media Access Control Connectivity Discovery".
[98]	IEEE Std 802.1Q-2018: "IEEE Standard for Local and metropolitan area networks--Bridges and Bridged Networks".
[99]	3GPP TS 38.423: "NG-RAN; Xn Application Protocol (XnAP)".
[100]	3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[101]	3GPP TS 29.274: "Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".
[102]	3GPP TS 23.632: "User Data Interworking, Coexistence and Migration; stage 2".
[103]	3GPP TS 29.563: "5G System (5GS); HSS services for interworking with UDM; Stage 3".
[104]	IEEE Std 802.1AS-2020: "IEEE Standard for Local and metropolitan area networks--Timing and Synchronization for Time-Sensitive Applications".
[105]	3GPP TS 22.104: "Service requirements for cyber-physical control applications in vertical domains".
[106]	IEEE Std 802.11-2012: "IEEE Standard for Information technology - Telecommunications and information exchange between systems - Local and metropolitan area networks - Specific requirements - Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications".
[107]	IEEE Std 1588-2008: "IEEE Standard for a Precision Clock Synchronization Protocol for Networked Measurement and Control Systems".
[108]	3GPP TS 28.552: "Management and orchestration; 5G performance measurements".
[109]	3GPP TS 24.193: "Access Traffic Steering, Switching and Splitting; Stage 3".
[110]	3GPP TS 24.526: "User Equipment (UE) policies for 5G System (5GS); Stage 3".
[111]	3GPP TS 22.186: "Enhancement of 3GPP support for V2X scenarios; Stage 1".
[112]	3GPP TR 38.824: "Study on physical layer enhancements for NR ultra-reliable and low latency case (URLLC)".
[113]	IEEE: "Guidelines for Use of Extended Unique Identifier (EUI), Organizationally Unique Identifier (OUI), and Company ID (CID)", https://standards.ieee.org/content/dam/ieee-standards/standards/web/documents/tutorials/eui.pdf.
[114]	3GPP TS 32.256: "Charging Management; 5G connection and mobility domain charging; Stage 2".
[115]	3GPP TS 33.210: "Network Domain Security (NDS); IP network layer security".
[116]	3GPP TS 38.415: "PDU Session User Plane Protocol".
[117]	3GPP TS 24.535: "Device-side Time-Sensitive Networking (TSN) Translator (DS-TT) to network-side TSN Translator (NW-TT) protocol aspects; Stage 3".
[118]	3GPP TS 32.274: "Charging Management; Short Message Service (SMS) charging".
[119]	3GPP TS 23.008: "Organization of subscriber data".
[120]	3GPP TS 38.314: "NR; Layer 2 measurements".
[121]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[122]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[123]	3GPP TS 32.254: "Charging management; Exposure function Northbound Application Program Interfaces (APIs) charging".
[124]	3GPP TS 33.535: "Authentication and Key Management for Applications based on 3GPP credentials in the 5G System (5GS)".
[125]	3GPP TS 38.410: "NG-RAN; NG general aspects and principles".
[126]	IEEE Std 1588: "IEEE Standard for a Precision Clock Synchronization Protocol for Networked Measurement and Control Systems", Edition 2019.
[127]	ST 2059-2:2015: "SMPTE Standard - SMPTE Profile for Use of IEEE-1588 Precision Time Protocol in Professional Broadcast Applications".
[128]	3GPP TS 23.304: "Proximity based Services (ProSe) in the 5G System (5GS)".
[129]	3GPP TS 23.247: "Architectural enhancements for 5G multicast-broadcast services".
[bookmark: MCCTEMPBM_00000009][130]	3GPP TS 23.548: "5G System Enhancements for Edge Computing; Stage 2".
[131]	IEEE Std 802.3: "Ethernet".
[132]	3GPP TS 29.561: "5G System; Interworking between 5G Network and external Data Networks; Stage 3".
[133]	3GPP TS 29.513: "Policy and Charging Control signalling flows and QoS parameter mapping; Stage 3".
[134]	3GPP TS 23.558: "Architecture for enabling Edge Applications (EA)".
[135]	3GPP TS 26.501: "5G Media Streaming (5GMS); General description and architecture".
[bookmark: MCCTEMPBM_00000010][136]	3GPP TS 23.256: "Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2".
[137]	GSMA NG.116: "Generic Network Slice Template".
[138]	IETF RFC 3948: "UDP Encapsulation of IPsec ESP Packets".
[139]	3GPP TS 24.539: "5G System (5GS); Network to TSN translator (TT) protocol aspects; Stage 3".
[140]	3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic bootstrapping architecture".
[141]	3GPP TS 33.223: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA) Push function".
[142]	3GPP TS 23.540: "Technical realization of Service Based Short Message Service; Stage 2".
[143]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".
[144]	3GPP TS 29.525: "5G System; UE Policy Control Service; Stage 3".
[145]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository Services for Subscription Data; Stage 3".
[146]	IEEE Std P802.1Qdj-d0.3: "IEEE Draft Standard for Local and metropolitan area networks - Bridges and Bridged Networks - Amendment XX: Configuration Enhancements for Time-Sensitive Networking".
[147]	3GPP TS 23.700‑05: "Study on architecture enhancements for vehicle-mounted relays".
[XXX]	3GPP TS 23.586: "Architectural Enhancements to support Ranging based services and Sidelink Positioning".
* * * * Second change * * * *
4.2.x	Architecture for Ranging based services and sidelink positioning
The architecture for Ranging based services and sidelink positioning is defined in TS 23.586 [XXX].
* * * * Third change * * * *
[bookmark: _Toc122440069]4.2.7	Reference points
The 5G System Architecture contains the following reference points:
N1:	Reference point between the UE and the AMF.
N2:	Reference point between the (R)AN and the AMF.
N3:	Reference point between the (R)AN and the UPF.
N4:	Reference point between the SMF and the UPF.
N6:	Reference point between the UPF and a Data Network.
N9:	Reference point between two UPFs.
The following reference points show the interactions that exist between the NF services in the NFs. These reference points are realized by corresponding NF service-based interfaces and by specifying the identified consumer and producer NF service as well as their interaction in order to realize a particular system procedure.
N5:	Reference point between the PCF and an AF or TSN AF.
N7:	Reference point between the SMF and the PCF.
N8:	Reference point between the UDM and the AMF.
N10:	Reference point between the UDM and the SMF.
N11:	Reference point between the AMF and the SMF.
N12:	Reference point between AMF and AUSF.
N13:	Reference point between the UDM and Authentication Server function the AUSF.
N14:	Reference point between two AMFs.
N15:	Reference point between the PCF and the AMF in the case of non-roaming scenario, PCF in the visited network and AMF in the case of roaming scenario.
N16:	Reference point between two SMFs, (in roaming case between SMF in the visited network and the SMF in the home network).
N16a:	Reference point between SMF and I-SMF.
N17:	Reference point between AMF and 5G-EIR.
N18:	Reference point between any NF and UDSF.
N19:	Reference point between two PSA UPFs for 5G LAN-type service.
N22:	Reference point between AMF and NSSF.
N23:	Reference point between PCF and NWDAF.
N24:	Reference point between the PCF in the visited network and the PCF in the home network.
N27:	Reference point between NRF in the visited network and the NRF in the home network.
N28:	Reference point between PCF and CHF.
N29:	Reference point between NEF and SMF.
N30:	Reference point between PCF and NEF.
NOTE 1:	The functionality of N28 and N29 and N30 reference points are defined in TS 23.503 [45].
N31:	Reference point between the NSSF in the visited network and the NSSF in the home network.
NOTE 2:	In some cases, a couple of NFs may need to be associated with each other to serve a UE.
N32:	Reference point between a SEPP in one PLMN or SNPN and a SEPP in another PLMN or SNPN; or between a SEPP in a SNPN and a SEPP in a CH/DCS, where the CH/DCS contains a UDM/AUSF.
NOTE 3:	The functionality of N32 reference point is defined in TS 33.501 [29].
N33:	Reference point between NEF and AF.
N34:	Reference point between NSSF and NWDAF.
N35:	Reference point between UDM and UDR.
N36:	Reference point between PCF and UDR.
N37:	Reference point between NEF and UDR.
N38:	Reference point between I-SMFs and between V-SMFs.
N40:	Reference point between SMF and the CHF.
N41:	Reference point between AMF and CHF in HPLMN.
N42:	Reference point between AMF and CHF in VPLMN.
NOTE 4:	The functionality of N40, N41 and N42 reference points are defined in TS 32.240 [41].
N43:	Reference point between PCFs.
NOTE 5:	The functionality of N43 reference point is defined in TS 23.503 [45].
NOTE 6:	The reference points from N44 up to and including N49 are reserved for allocation and definition in TS 32.240 [41].
N50:	Reference point between AMF and the CBCF.
N51:	Reference point between AMF and NEF.
N52:	Reference point between NEF and UDM.
N55:	Reference point between AMF and the UCMF.
N56:	Reference point between NEF and the UCMF.
N57:	Reference point between AF and the UCMF.
NOTE 7:	The Public Warning System functionality of N50 reference point is defined in TS 23.041 [46].
N58:	Reference point between AMF and the NSSAAF.
N59:	Reference point between UDM and the NSSAAF.
N60:	Reference point between AUSF and NSWOF.
NOTE 8:	The functionality of N60 reference point is defined in TS 33.501 [29].
N80:	Reference point between AMF and NSACF.
N81:	Reference point between SMF and NSACF.
N82:	Reference point between NSACF and NEF.
N83:	Reference point between AUSF and NSSAAF.
N84:	Reference point between TSCTSF and PCF.
N85:	Reference point between TSCTSF and NEF.
N86:	Reference point between TSCTSF and AF.
N87:	Reference point between TSCTSF and UDM.
N88:	Reference point between SMF and EASDF.
NOTE 9:	The reference points from N90 up to and including N95 are reserved for allocation and definition in TS 23.503 [45].
NOTE 10:	The reference points from N100 up to and including N109 are reserved for allocation and definition in TS 32.240 [41].
The reference points to support SMS over NAS are listed in clause 4.4.2.2.
The reference points to support Location Services are listed in TS 23.273 [87].
The reference points to support SBA in IMS (N5, N70 and N71) are described in TS 23.228 [15].
The reference points to support AKMA (N61, N62 and N63) are described in TS 33.535 [124].
The reference points to support 5G ProSe are described in TS 23.304 [128].
The reference points to support 5G multicast-broadcast services are described in TS 23.247 [129].
The reference points to Support Uncrewed Aerial Systems (UAS) connectivity, identification and tracking are described in TS 23.256 [136].
The reference points to support SBA in GBA and GBA push (N65, N66, N67 and N68) are described in TS 33.220 [140] and TS 33.223 [141].
The reference points to support SMS delivery using SBA are described in TS 23.540 [142].
The reference points to support Ranging based services and sidelink positioning are described in TS 23.586 [XXX].
* * * * End of changes * * * *
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