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Title:	[DRAFT] LS on the open issues related to RAN WGs in 5MBS_Ph2
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[bookmark: _GoBack]Release:	Release 18
Work Item:	NR_MBS_enh-Core, 5MBS_Ph2

Source:	[Huawei to be] SA2
To:	RAN2, RAN3
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Contact Person:	
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Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	None.


1. Overall Description:
SA2 started the normative phase for 5MBS_Ph2, and according to the work plan of SA2, SA2 Meeting #156 is expected as the last meeting unless extra time unit in #157 is allocated by SA2.
In addition to the LS sent to RAN2 and RAN3 (S2-221125) regarding the TR conclusion, SA2 would like to inform RAN2 and RAN3 that SA2 has further discussed the issues related to RAN WGs in the normative phase. To facilitate SA2 complete the normative work, SA2 would like to raise some more detailed questions as follows:
1. SA2 understands that 1) it is NG-RAN decision on how to deliver MBS data to the UEs and whether to transition UEs receiving MBS data in an MBS session to RRC Inactive state, and 2) "UE level-assistance information (exact name to be defined in SA2)" that can be provided by SMF to assist NG-RAN in those decisions. SA2 would like to understand the following questions:

Q1: SA2 ask RAN WGs to confirm that the UE level MBS assistance information (exact name to be defined in SA2) sent to NG-RAN is the indication that the UE is preferred to be in Connected State to receive the MBS data for the given MBS session;

SA2 understands that, when an MBS session is to be activated, the joined UEs in RRC_INACTIVE state in the cells where the MBS session is delivered allowing RRC-inactive reception may be able to stay in RRC_INACTIVE and receive MBS Session data. SA2 would like to understand the following questions:

Q2: How NG-RAN notifies the UE that the MBS session is activated and whether the MBS session is allowed to be received in RRC-inactive state;

SA2 understands that for a UE receiving multicast MBS data in CM-CONNECTED with RRC_INACTIVE state, regarding the mobility scenarios, when UE moves out of RA, the existing mechanism defined in TS 23.502 applies. SA2 would like to understand the following questions: 

Q3: SA2 ask RAN WGs to confirm that the UE level MBS assistance information will be transferred between the NG-RAN nodes and is transparent to 5GC;
 
SA2 considers the procedure of UE mobility within RNA is to be specified in RAN WGs, and SA2 requests RAN WGs finish the work and the alignment with RAN will be done by SA2 later. 


1. Regarding the Multicast MBS procedures for UEs using power saving functions, SA2 understands that if the NG-RAN node knows the UE is within an MBS session, the NG-RAN node should not configure long eDRX (i.e., >10.24s) for the UE upon transiting the UE into CM-CONNECTED with RRC_INACTIVE state. 

Q4: SA2 would like to ask RAN WGs to confirm the above understanding in SA2 and document the details regarding this if needed. 


2. Actions:
To RAN2 and RAN3 group.
ACTION: 	SA2 asks RAN2 and RAN3 group to take the above questions into account, and provides answers and feedback, if any.  

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #156-e	Apr 17 – 21, 2023				Electronic
TSG-SA2 Meeting #157		May 22 – 26, 2023				EU
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