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* * * First Change (all new text) * * * 
[bookmark: _Toc122419254]6.2A.X	ML Model storage and delete
The procedure in Figure 6.2A.X-1 is used by an ADRF service consumer, i.e. an NWDAF containing MTLF tostorage and delete ML Model Information from ADRF, using Nadrf_MLModelManagement services as defined in clause 10.X.  


Figure 6.2A.X-1: ML model storage and delete
1.	The ADRF service consumer (i.e. an NWDAF containing MTLF) request to store ML model(s) by invoking Nadrf_MLModelManagement_StorageRequest service operation. ML model(s) or ML model address(es) stored in NWDAF containing MTLF are provided to the ADRF in the request message.
	The parameters that can be provided by the ADRF Service Consumer are as follow:
		-	the tuple (NF instance ID of the NWDAF containing MTLF, address (e.g. URL or FQDN) of Model file stored in NWDAF containing MTLF), when multiple ML models is not supported; or
		-	the tuple (NF instance ID of the NWDAF containing MTLF, one or more tuples of unique ML Model identifier and address (e.g. URL or FQDN) of Model file stored in NWDAF containing MTLF).
NOTE:	The ADRF can download ML model files based on the ML model addresses provided by the NWDAF containing MTLF. How the ADRF downloads the ML model and locally stores the ML model is left for implementation.
2.	The ADRF service consumer (i.e. an NWDAF containing MTLF) request to delete ML model file(s) or ML model address(es) by invoking Nadrf_MLModelManagement_Delete service operation.  
* * *End of Changes * * * 

3GPP
image1.emf
NWDAF containing

MTLF

ADRF

1. Nadrf_MLModelManagement_StorageRequest

2. Nadrf_MLModelManagement_Delete 


Microsoft_Visio___.vsdx
NWDAF containing
MTLF
ADRF
1. Nadrf_MLModelManagement_StorageRequest
2. Nadrf_MLModelManagement_Delete



