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[bookmark: _Toc68001491]* * * First Change * * * 
[bookmark: _Toc122419355]6.16.2	Input Data
NWDAF collects QoS flow related data from NF(s) for a specific S-NSSAI, DNN, and UE(s). The detailed data are described in Table 6.16.2-1.
Table 6.16.2-1: Input data to detect known application from NFs
	Information
	Source
	Description

	SUPI
	SMF, UPF
	UE ID for the UE that uses the application

	S-NSSAI
	SMF, UPF
	Identifies the Network Slice for which analytics information is provided.

	DNN
	SMF, UPF
	Identifies the data network name (e.g. internet) for which analytics information is provided.

	Application ID
	UPF
	Identifies the application. This parameter may not present if the traffic does not match with the PFD(s).

	IP Flow Information (1..max)
	UPF
	Per IP flow related information for the application

	   > IP 5-tuple
	UPF
	Identifies a service flow of the UE that uses the application.

	   > Start time
	UPF
	Start time of traffic detection for the flow.

	   > End time
	UPF
	End time of traffic detection for the flow.

	   > UL Data volume
	UPF
	Measured UL data traffic volume for the flow.

	   > DL Data volume
	UPF
	Measured DL data traffic volume for the flow.

	   > UL Data Rate
	UPF
	Measured UL data rate for the flow.

	   > DL Data Rate
	UPF
	Measured DL data rate for the flow.

	   > URL list
	UPF
	List of URLs extracted from the inspected user plane packets in the flow.

	   > Domain Name list
	UPF
	List of domain names extracted from the inspected user plane packets in the flow.

	PFD Information
	NEF(PFDF)
	PFD Information stored in the UDR (as Application Data) and retrieved by NEF, as defined in clause 6.1.2.3.2 of TS 23.503 [4].

	> Application ID
	NEF(PFDF)
	Identification of the application that refers to one or more application detection filters.

	> IP 3-tuple list
	NEF(PFDF)
	Including protocol, server side IP address and port number.

	> URL list
	NEF(PFDF)
	The significant parts of the URL to be matched, e.g. host name.

	> Domain Name list
	NEF(PFDF)
	A Domain name matching criteria and information about applicable protocol(s).



NOTE:	Extensive reporting of all traffic flows may conflict with the requirement to avoid extra UPF load. An NWDAF may subscribe only for reporting for some UEs to limit the load.
[bookmark: _Toc122419356]6.16.3	Output Analytics
The output analytics of NWDAF is defined in Table 6.16.3-1. The output analysis can be used to provision new/updated PFDs for known applications.
Table 6.16.3-1: PFD Determination statistics
	Information
	Description

	Application ID
	Application ID of the application that refers to the application detection filter (Flow descriptor, URL or Domain name information) stored in the UDR.

	List of application description analytics
	

	> S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	> DNN
	Identifies the data network name (e.g. internet) for which analytics information is provided.

	> Flow descriptor
	Flow descriptor containing 3-tuple, server side (destination address, port, and protocol).

	> URL
	the significant parts of the URL to be matched, e.g. host name defined in.

	> Domain name information
	A Domain name matching criteria and information about applicable protocol(s).

	Ratio of traffic matching with detection filter
	Indicates the ratio of traffic that matches with updated PFD(s) to the one that matches with the existing PFD(s).



* * *End of Changes * * * 
3GPP
