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	Reason for change:
	The support of wireline access in 5G network is specified in TS 23.316 and in several related specifications produced by BBF and in Cable Labs. Therefore the inclusion of wireline access to SNPN in 23.501 intrduces a fragmentation of  the specification and additional complexity in consistence reference by BBF and Cable Labs for such reason is proposed to move the part related to wireline in TS 23.316
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	The content of clause 5.30.14.2 on wireline is moved to TS 23.316
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	Missing of support of wireline and fragmentation of specification for supporting of wireline access.
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[bookmark: _Toc122440630][bookmark: _Toc20150254][bookmark: _Toc27847062][bookmark: _Toc36188195][bookmark: _Toc45184108][bookmark: _Toc47342950][bookmark: _Toc51769652][bookmark: _Toc114665738]5.30.2.14	Access to SNPN services via wireline access network
Access to SNPN services via a wireline access network is specified in TS 23.316 [84]follows the same procedures used for accessing a PLMN via a wireline access network as defined in clause 4.2.1 of TS 23.316 [84]. The SNPN is implicitly selected by wired physical connectivity between 5G-RG or FN-RG and W-AGF. The Global Cable Identifier (GCI) used by W-AGF for providing access to SNPN services is specified in TS 23.003 [19].
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