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	Reason for change:
	In order to enable 5GC to assist the Application AI/ML AF to preform candidate member selection, this CR propose to add UE member filtering criteria
- Access Type/RAT Type: AF may have preference when selecting member UEs which have certain Access Type/RAT type for certain application operation.
Detailed procedure using the existing procedure is provided in the discussion paper (S2-2302633).

	
	

	Summary of change:
	· Add Access Type/RAT Type as a filtering critera.

	
	

	Consequences if not approved:
	Not able to provide a 5GC mechanism to support the member selection to assist the  Application AI/ML operation.
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[bookmark: _GoBack]4.15.Y.2	Specific UE member filtering criteria	Comment by Jaewoo Kim (LGE)_cleanup: Implementation Note. The contents of this clause are introduced by CR 3674. This CR is adding one row to the table 4.15.Y.2-1 added by CR 3674.
Table 4.15.Y.2-1 provides a summary of the UE member filtering criteria that the AF may request.

	UE Member filtering criteria
	Description of filtering criterion
	UE filtering information
	Detailed description clause

	Access Type and/or RAT Type of the PDU Session
	Indicate the Access Type and/or RAT Type of the selected UE for the PDU Session used by the application (e.g., 3GPP/NR, Non-3GPP/WLAN, additional Access Type and RAT Type for MA PDU session )
	Service operation: Nsmf_EventExposure

Filter: a list of GPSI(s) or SUPI(s), DNN/S-NSSAI

Event ID: Change of Access Type and/or Change of RAT Type
	This can be provided by exsting service operations, events, and procedures.


Table 4.15.Y.2-1: Description of UE Member filtering criteria 
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