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* * * * 1st change * * * *
[bookmark: _Toc20149626][bookmark: _Toc27846417][bookmark: _Toc36187541][bookmark: _Toc45183445][bookmark: _Toc47342287][bookmark: _Toc51768985][bookmark: _Toc114664949][bookmark: _Toc20149656][bookmark: _Toc27846447][bookmark: _Toc36187571][bookmark: _Toc45183475][bookmark: _Toc47342317][bookmark: _Toc51769015][bookmark: _Toc114664979]5.X	Support for Personal IoT Networks
[bookmark: _Toc114665620]5.X.b	UE policy delivery for PIN
For UE acting as PEGC registered in 5GS, the 5GC supports the UE policy delivery for PIN based on the information provided from the AF for PIN as specified in TS 23.502 [3] and TS 23.503 [45] for policy delivery.
When a PIN is created, the UE policy for PIN that described in TS 23.503 [45] for routing traffic of PINEs is delivered to the UE acting as PEGC by PCF. When a PIN is deleted, the UE policy for PIN is removed by PCF.
[bookmark: _GoBack]A UE without PIN subscription may receive URSP rules associated with PINs from PCF, which may be guided from an AF as described in clause 4.15.6.10 of TS 23.502 [3].
Editor's note:	The name of "UE policy for PIN" is FFS.
* * * * End of change * * * *

