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FIRST CHANGE
[bookmark: _Toc122420863][bookmark: _Toc73625486][bookmark: _Toc122420827][bookmark: _Toc122420882]5.4.1.2	5G ProSe Layer-3 UE-to-Network Relay with N3IWF support
To support 5G ProSe Layer-3 Remote UE services with end-to-end confidentiality and IP address preservation requirements, the 5G ProSe Layer-3 UE-to-Network Relay with N3IWF shall provide access to the 5GC for the 5G ProSe Layer-3 Remote UE via N3IWF using the features defined in clause 4.2.8 of TS 23.501 [4].
5G ProSe Layer-3 UE-to-Network Relay is provisioned with RSC(s) and the corresponding PDU session parameters (e.g. S-NSSAI) to support N3IWF access as part of 5G ProSe Layer-3 UE-to-Network Relay Policy/parameters. When a 5G ProSe Layer-3 Remote UE connects with the corresponding RSC, the 5G ProSe Layer-3 UE-to-Network Relay determines the corresponding PDU session parameters based on the requested RSC.
NOTE:	The 5G ProSe Layer-3 UE-to-Network Relay only includes a RSC in discovery message when the corresponding PDU session parameters (e.g. S-NSSAI) are authorized to be used in the accessed network.
The 5G ProSe Layer-3 Remote UE selects N3IWF as specified in clause 6.5.1.2.2. The selection of N3IWF follows the regulatory rules of the country where it is located, and when required by the regulations the 5G ProSe Layer-3 Remote UE only selects a N3IWF within the local country. QoS differentiation can be provided on per-IPsec Child Security Association basis and the details are provided in clause 5.6.2.2.
The 5GC to which the 5G ProSe Layer-3 UE-to-Network Relay registers and the 5GC to which the 5G ProSe Layer-3 Remote UE registers may be in the same PLMN or different PLMN.
Multi-path operation using 5G ProSe Layer-3 UE-to-Network Relay with N3IWF can be supported using the ATSSS MA PDU procedures specified in TS 23.501 [4] clause 5.32. 
NEXT CHANGE
5.7	Subscription to 5G ProSe
The subscription information in the UDM contains information to give the user permission to use 5G ProSe.
At any time, the operator can amend or remove the ProSe UE subscription rights from subscription information in the UDM, or to revoke the user's permission to use 5G ProSe.
The following subscription information is defined for 5G ProSe:
-	subscription for open 5G ProSe Direct Discovery for NR PC5:
-	open 5G ProSe Direct Discovery Model A.
-	subscription for restricted 5G ProSe Direct Discovery for NR PC5:
-	restricted 5G ProSe Direct Discovery Model A;
-	restricted 5G ProSe Direct Discovery Model A with application-controlled extension;
-	restricted 5G ProSe Direct Discovery Model A with "on demand" announcing;
-	restricted 5G ProSe Direct Discovery Model B.
-	subscription for Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-2 UE-to-Network Relay.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-3 UE-to-Network Relay.
-	subscription for 5G ProSe Layer-2 Remote UE access via 5G ProSe Layer-2 UE-to-Network Relay
-	subscription for 5G ProSe Layer-3 Remote UE access via 5G ProSe Layer-3 UE-to-Network Relay
NOTE:	Because multi-path transmission via direct Uu path and 5G ProSe Layer-3 UE-to-Network Relay with N3IWF uses ATSSS MA PDU, see clause 4.3.9.2, the Layer-3 Remote UE needs in this case the ATSSS information subscription that is specified in TS 23.502 [5].
-	UE-PC5-AMBR for NR PC5.
-	PC5 QoS parameters as defined in clause 5.6.1 used by NG-RAN.
-	the list of the PLMNs authorized for 5G ProSe services, including:
-	the list of the PLMNs where the UE is authorised for open 5G Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for restricted 5G ProSe Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for restricted 5G ProSe Direct Discovery Model B, i.e. to perform Discoverer operation or Discoveree operation or both.
-	the list of the PLMNs where the UE is authorised to perform Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-2 UE-to-Network Relay.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-3 UE-to-Network Relay.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-2 Remote UE.
