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	Reason for change:
	Information for the binding of DC Application with the related DC has been concluded in TR 23.700-87. This CR reflected the usage of binding information for the establishment of application DCs.

	
	

	Summary of change:
	Adding new clause for the usage of binding information of DC application with DC.

	
	

	Consequences if not approved:
	DCSF may not able to select proper policy for DC handling without knowing the serving DC application of the requested DC.
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	Other comments:
	The main Annex XX “Support of Data Channel services in IMS” is introduced in TS 23.228 CR 1263 and this CR introduces a sub-clause under this Annex. Refer to the overall framework specified in S2-2303168, it is suggested to inserte this clause as XX.5, i.e., after ”XX.4 IMS DC Channel Setup”. The number of following clauses in S2-2303168 shall be adjusted correspondingly..
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[bookmark: _Toc20149769][bookmark: _Toc27846561][bookmark: _Toc36187686][bookmark: _Toc45183590][bookmark: _Toc47342432][bookmark: _Toc51769132][bookmark: _Toc59095482][bookmark: _Toc19106276][bookmark: _Toc27823089][bookmark: _Toc36126560]>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc83210231][bookmark: _Toc27846933][bookmark: _Toc36188064][bookmark: _Toc45183969][bookmark: _Toc47342811][bookmark: _Toc51769513][bookmark: _Toc59095865]Annex XX (normative):
Support of Data Channel services in IMS	Comment by Qualcomm: The main Annex XX “Support of Data Channel services in IMS” is introduced in TS 23.228 CR 1263 and this CR introduces a sub-clause under this Annex and therefore should be implemented after the aforementioned CR.
[bookmark: _Toc83210232]XX.z	Binding of DC Application with the related DC	Comment by Qualcomm-r01: Refer to the overall framework specified in S2-2303168, it is suggested to inserte this clause as XX.5, i.e., after ”XX.4 IMS DC Channel Setup”. The number of following clauses in S2-2303168 shall be adjusted correspondingly.
Information for the binding of DC Application with the related DC is required to support multiple, simultaneous DC applications in a UE. 
The binding information is allocated by the HPLMN or retrieved from DC application provider when a DC Application is uploaded to DCSF. DCSF may be configured with a DC application profile associated with the binding information, which indicates the DC control policy (e.g., whether the Application DC establishment follows the P2P or P2A/A2P procedure). The UE receives the binding information of a DC application via the Bootstrap DC, e.g., when the DC application is downloaded to the UE. 
When the UE is establishing an IMS Application DC as defined in clause x.y, the binding information is provided by the UE in the SDP offer as described in TS 26.114 [76]. The IMS AS provides the binding information to the DCSF. The DCSF may use the binding information for controlling the Application DC setup .
Editor’s note:	The binding information and its usage is defined by SA WG4. This clause needs to be aligned with the outcome of SA WG4 work on the binding information.
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