

	
3GPP TSG-WG SA2 Meeting #155	S2-2303319
Athens, Greece, February 20 – 24, 2023		(revision of S2-2302891)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.304
	CR
	0227
	rev
	1
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Clarification on Path switching between PC5 path and Uu path

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	SA2

	
	

	Work item code:
	5G_ProSe_Ph2
	
	Date:
	2023-02-23

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	[bookmark: _GoBack]The support of Procedures for communication path switching between PC5 and Uu reference points, is missing in the UE functionality.

	
	

	Summary of change:
	To add support of Procedures for communication path switching between PC5 and Uu reference points, in the UE functionality.

	
	

	Consequences if not approved:
	UE functionality is not completed.

	
	

	Clauses affected:
	4.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1
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[bookmark: _Toc66692630][bookmark: _Toc66701809][bookmark: _Toc69883466][bookmark: _Toc73625474][bookmark: _Toc122420815]4.3.1	UE
Any 5G ProSe-enabled UE may support the following functions:
-	Exchange of information for 5G ProSe Direct Discovery between 5G ProSe-enabled UE and the 5G DDNMF over PC3a reference point.
-	Procedures for 5G ProSe Direct Discovery of other 5G ProSe-enabled UEs over PC5 reference point.
-	Procedures for 5G ProSe Direct Communication over PC5 reference point, including Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication.
-	Procedures to act as a 5G ProSe Layer-2 UE-to-Network Relay.
-	Procedures to act as a 5G ProSe Layer-3 UE-to-Network Relay.
-	Procedures to act as a 5G ProSe Layer-2 Remote UE.
-	Procedures to act as a 5G ProSe Layer-3 Remote UE.
-	Procedures to act as a 5G ProSe Layer-2 UE-to-UE Relay.
-	Procedures to act as a 5G ProSe Layer-3 UE-to-UE Relay.
-	Procedures to act as a 5G ProSe Layer-2 End UE.
-	Procedures to act as a 5G ProSe Layer-3 End UE.
-	Procedures for communication path switching between PC5 and Uu reference points.
-	Indicating 5G ProSe Policy Provisioning Request in UE Policy Container for Registration Request or UE triggered 5G ProSe Policy provisioning, which may request one or multiple types of policies/parameters as listed below:
-	Policy/parameters for 5G ProSe Direct Discovery;
-	Policy/parameters for 5G ProSe Direct Communication;
-	Policy/parameters for 5G ProSe Layer-2 Remote UE;
-	Policy/parameters for 5G ProSe Layer-3 Remote UE;
-	Policy/parameters for 5G ProSe Layer-2 UE-to-Network Relay;
-	Policy/parameters for 5G ProSe Layer-3 UE-to-Network Relay;
-	Policy/parameters for 5G ProSe Layer-2 End UE;
-	Policy/parameters for 5G ProSe Layer-3 End UE;
-	Policy/parameters for 5G ProSe Layer-2 UE-to-UE Relay;
-	Policy/parameters for 5G ProSe Layer-3 UE-to-UE Relay.
-	Receiving the 5G ProSe Policy from 5GC over N1 reference point.
-	Configuration of parameters for 5G ProSe Direct Discovery, 5G ProSe Direct Communication, 5G ProSe UE-to-Network Relay (e.g. including IP addresses, ProSe Layer-2 Group IDs, see clause 5.1) and 5G ProSe UE-to-UE Relay. These parameters can be pre-configured in the UE, or, if in coverage, provisioned or updated by signalling over the N1 reference point from the PCF in the HPLMN or over PC1 reference point from the ProSe Application Server.
-	Reporting the following capabilities to 5GC over the N1 reference point:
-	5G ProSe Capability.
* * * * End of changes * * * *

