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	Reason for change:
	The conclusions for FS_5GSAT_Ph2 in TR 23.700-28, include supporting the transfer of satellite coverage availability to a UE and AMF. This CR introduces the support as proposed in a comparison of alternative solutions in S2-2300668. 

	
	

	Summary of change:
	Add support for transfer of coverage availability to a UE and to an AMF.

	
	

	Consequences if not approved:
	Transfer of enhanced satellite coverage availability to a UE compared to support for EPS in Release 17 and to an AMF would not be supported.

	
	

	Clauses affected:
	5.4.X.Y (new), 5.4.X.Z (new)
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	Other comments:
	Guidance to MCC, please insert the CRs in this order:
5.4.X Support of discontinuous network coverage for satellite access (from CR4033)
5.4.X.1 Mobility Management and Power Saving Optimization (from CR4033)
5.4.X.x UE coverage information provisioning to the UE (from CR3956)
5.4.X.Z UE Coverage information provisioning to the AMF (from CR3956)
5.4.X.y Paging (from CR3966)
5.4.X.y Overload control (from CR4020)

	
	

	This CR's revision history:
	SA2#155: Alignment of the term satellite coverage availability information, clarifications about satellite coverage availability information comes from an external server and the satellite coverage availability information is not per UE.
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[bookmark: _Toc58920663][bookmark: _Toc114570852]**** First Change (all new) ****
5.4.X Support of discontinuous network coverage
5.4.X.Y Coverage availability information provisioning to the UE
A UE may use satellite coverage availability information for satellite access to support discontinuous coverage operations. Satellite coverage availability information can be provided to a UE by an external server via a PDU Session or SMS.
5.4.X.Z Coverage availability information provisioning to the AMF
[bookmark: _Hlk127961677]The AMF may use satellite coverage availability information to support satellite access by UEs with discontinuous coverage operation. Satellite coverage availability information may be provisioned to the AMF by O&M or by AF.
The satellite coverage availability information provisioned to the AMF describes when and where satellite coverage is expected to be available in an area. The satellite coverage availability information is not UE specific and can be applied by the AMF for any UE in the affected area.
Editor’s Note: 	It needs to be determined whether both sources (i.e. O&M and AF) of satellite coverage availability information will be supported or just one of them.
Editor's Note:	Whether NEF exposure procedure can be re-used for provisioning satellite coverage availability information from the AF is FFS.

**** End of Changes ****
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