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	Reason for change:
	Clauses 4.3.5 and 5.7 includes the following EN:
Editor's note:	It is FFS whether subscription is needed for Layer-3 Remote UE's multi path transmission via direct Uu path and Layer 3 UE-to-Network Relay.
Per clauses 6.2.2 and 6.6.2 (see excerpt below), the subscription data for 5G ProSe services may be used by PCF to provision policy/parameters and used by NG-RAN to allow the relevant 5G ProSe services.
[bookmark: _Toc66692713][bookmark: _Toc66701892][bookmark: _Toc69883566][bookmark: _Toc73625579][bookmark: _Toc122420946]6.2.2	PCF based Service Authorization and Provisioning to UE
…
-	If the UE indicates 5G ProSe Capability in the Registration Request message and if the UE is authorized to use 5G ProSe service based on subscription data, the AMF selects the PCF which supports 5G ProSe Policy/Parameter provisioning as described in clause 6.2.3 and establishes a UE policy association with the PCF for 5G ProSe Policy/Parameter delivery. The AMF reports the authorized 5G ProSe Capability to the selected PCF, which may determine the 5G ProSe Policy/Parameter based on the UE's authorized 5G ProSe Capability.
6.6.2	Registration procedure
…
-	The UE includes the 5G ProSe Capability as part of the "5GMM capability" in the Registration Request message. The AMF stores the 5G ProSe Capability for 5G ProSe operation.
…
-	The AMF determines whether the UE is authorised to use 5G ProSe services based on UE's 5G ProSe Capability and the ProSe Service Authorisation included in the subscription data received from UDM as specified in clause 5.7….
-	The AMF sends the authorized 5G ProSe Capability for 5G ProSe operation to PCF. ….
-	If the UE is authorised to use 5G ProSe services, then the AMF shall include in a NGAP message sent to NG-RAN:
-	"5G ProSe authorised" information, including one or more of the following:
-	whether the UE is authorized to use 5G ProSe Direct Discovery;
-	whether the UE is authorized to use 5G ProSe Direct Communication;
-	whether the UE is authorized to act as a 5G ProSe Layer-2 UE-to-Network Relay;
-	whether the UE is authorized to act as a 5G ProSe Layer-3 UE-to-Network Relay;
-	whether the UE is authorized to act as a 5G ProSe Layer-2 Remote UE;
-	whether the UE is authorized to use multi-path transmission via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay as a 5G ProSe Layer-2 Remote UE.
For multi-path via Uu and via L3 UE-to-Network Relay,
In PCF, there is no additional ProSe policy/parameters needed to be provisioned to the UE, and the provisioning of new indication “ProSe Multi-path Preference” in URSP can be based on the existing authorized 5G ProSe capability of L3 Remote UE (as specified in clause 6.2.2).
In NG-RAN, the handling of multi-path via Uu and via L3 UE-to-Network Relay is not relevant.
So, there is no additional authorization needed for multi-path via Uu and via L3 UE-to-Network Relay and the EN can be resolved by removing it.  

	 
	

	Summary of change:
	Remove the ENs
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[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923]* * * Start of Changes * * * 
[bookmark: _Toc131158876][bookmark: _Toc73625611][bookmark: _Toc122420048]4.3.5	UDM
In addition to the functions defined in TS 23.501 [4], the UDM performs the following functions:
-	Subscription management for 5G ProSe Direct Discovery and Communication.
-	Subscription management for 5G ProSe UE-to-Network Relay Discovery and Communication.
-	Subscription management for multi-path transmission via direct Uu path and via 5G ProSe Layer 2 UE-to-Network Relay as a 5G ProSe Layer-2 Remote UE.
Editor's note:	It is FFS whether subscription management is needed for Layer-3 Remote UE's multi path transmission via direct Uu path and Layer 3 UE-to-Network Relay.
-	Subscription management for 5G ProSe UE-to-UE Relay Discovery and Communication.
* * * Next Changes * * * 
[bookmark: _Toc131158951]5.7	Subscription to 5G ProSe
The subscription information in the UDM contains information to give the user permission to use 5G ProSe.
At any time, the operator can amend or remove the ProSe UE subscription rights from subscription information in the UDM, or to revoke the user's permission to use 5G ProSe.
The following subscription information is defined for 5G ProSe:
-	subscription for open 5G ProSe Direct Discovery for NR PC5:
-	open 5G ProSe Direct Discovery Model A.
-	subscription for restricted 5G ProSe Direct Discovery for NR PC5:
-	restricted 5G ProSe Direct Discovery Model A;
-	restricted 5G ProSe Direct Discovery Model A with application-controlled extension;
-	restricted 5G ProSe Direct Discovery Model A with "on demand" announcing;
-	restricted 5G ProSe Direct Discovery Model B.
-	subscription for Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-2 UE-to-Network Relay.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-3 UE-to-Network Relay.
-	subscription for 5G ProSe Layer-2 Remote UE access via 5G ProSe Layer-2 UE-to-Network Relay.
-	subscription for 5G ProSe Layer-3 Remote UE access via 5G ProSe Layer-3 UE-to-Network Relay.
-	subscription for multi-path transmission via direct Uu path and via 5G ProSe Layer 2 UE-to-Network Relay as a 5G ProSe Layer-2 Remote UE.
Editor's note:	It is FFS whether subscription is needed for Layer-3 Remote UE's multi path transmission via direct Uu path and Layer 3 UE-to-Network Relay.
-	UE-PC5-AMBR for NR PC5.
-	PC5 QoS parameters as defined in clause 5.6.1 used by NG-RAN.
-	the list of the PLMNs authorized for 5G ProSe services, including:
-	the list of the PLMNs where the UE is authorised for open 5G Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for restricted 5G ProSe Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for restricted 5G ProSe Direct Discovery Model B, i.e. to perform Discoverer operation or Discoveree operation or both.
-	the list of the PLMNs where the UE is authorised to perform Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-2 UE-to-Network Relay.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-3 UE-to-Network Relay.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-2 Remote UE.
* * * End of Changes * * * 

