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[bookmark: _Toc517048051][bookmark: _Toc45003327][bookmark: _Toc83206728][bookmark: _Toc19171939][bookmark: _Toc27844230][bookmark: _Toc36134388][bookmark: _Toc45176071][bookmark: _Toc51762101][bookmark: _Toc51762586][bookmark: _Toc51763069][bookmark: _Toc75348567]* * * * 1st Change * * * *
[bookmark: _Toc131159107]6.7.3.3	Procedure for Communication via Layer-2 UE-to-UE Relay


Figure 6.7.3.3-1: 5G ProSe UE-to-UE Relay Communication with integrated Discovery via Layer-2 UE-to-UE Relay
Step 0 - step 5 are same as step 0 - step 5 of Figure 6.7.3.2-1.	Step 6 is same as step 7 of Figure 6.7.3.2-1.
Step 7 is the same as step 10 of Figure 6.7.3.2-1. The parameters included in the messages are described in clause 6.4.3.7.
1.	The first hop and second hop PC5 unicast links are established as described in clause 6.7.3.2 and clause 6.4.3.7.4.
28.	For 5G ProSe UE-to-UE Relay Communication via Layer-2 UE-to-UE Relay, UE-1 establishes an end-to-end connection for unicast mode communication with UE-2 as described in clause 6.4.3.7.
Editor's note:	Any additional update of procedure via Layer-2 UE-to-UE Relay, e.g. according to RAN's decision, will be included here.
* * * * 2nd Change * * * *
[bookmark: _Toc131159089]6.5.5.2	Procedures for Communication Path Switching between UE-to-Network Relays
This clause specifies the communication path switching procedures between two UE-to-Network Relays.
When performing the path switching between two 5G ProSe Layer-3 UE-to-Network Relay without N3IWF, or between 5G ProSe Layer-3 UE-to-Network Relay without N3IWF and 5G ProSe Layer-2 UE-to-Network Relay, the application layer procedures are used for service continuity support which is out of scope of this specification.
Path switching between two 5G ProSe Layer-3 UE-to-Network Relay with N3IWF is performed using the mechanism specified for Local mobility anchor within untrusted non-3GPP access networks using MOBIKE in clause 6.2.9 of TS 23.501 [4].
When Layer-2 Remote UE in CM-CONNECTED state switches the communication path to Layer-3 UE-to-Network Relay with N3IWF, Layer 2 Remote UE's PDU session(s) can handover to the indirect path via Layer-3 UE-to-Network Relay with N3IWF by reusing the procedures specified in clause 4.9.2 of TS 23.502 [5].
When Layer-3 Remote UE switches the communication path from Layer-3 UE-to-Network Relay with N3IWF to an indirect path via Layer-2 UE-to-Network Relay, Layer-3 Remote UE's PDU session(s) can handover to the indirect path via Layer-2 UE-to-Network Relay by reusing the procedures specified in clause 4.9.2 of TS 23.502 [5].
Path switching between two 5G ProSe Layer-2 UE-to-Network Relay is specified in TS 38.300 [12].
Editor's note:	The procedures for Layer-2 Remote UE in CM-CONNECTED state switching the communication path to another Layer-2 UE-to-Network Relay will be aligned with RAN WG specifications.
* * * * 3rd Change * * * *
[bookmark: _Toc131159084]6.5.2.3	Path switching between direct network communication path and indirect network communication path via 5G ProSe Layer-2 UE-to-Network Relay
Xn based (as defined in clause 4.9.1.2 of TS 23.502 [5]) and N2 based (as defined in clause 4.9.1.3 of TS 23.502 [5]) Handover procedure is used for inter-gNB indirect-to-direct and inter-gNB direct-to-indirect path switching for 5G ProSe Layer-2 Remote UE in CM-CONNECTED with RRC_CONNECTED state.
Editor's note:	Mobility of 5G ProSe Layer-2 Remote UE between Direct and Indirect Network communication path will be defined by RAN WGs and alignment work (if any) will be made by SA2 based on RAN WGs conclusions.
* * * * 4th Change * * * *
[bookmark: _Toc131159118]6.9.3	Multi-path transmission via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay
Editor's note:	Alignment with RAN WGs is to be done.Multi-path transmission via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay is specified in TS 38.300 [12].
* * * * End of Changes * * * *
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