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* * * * Start of 1st Change * * * * 

[bookmark: _Toc131516776]5.20b.2	Support service area for a group
The procedure as defined in clause 4.15.6.2 of TS 23.502 [3] is applicable for provisioning of service area for a group with the following clarifications and enhancements:
-	The AF request additionally contains the LADN service area as part of DNN and S-NSSAI specific Group Parameters, and the service area is stored in UDR as subscription data and delivered to AMF as well as SMF.
-	If the AF provides the LADN service area in the form of geographical information, the NEF maps the geographical information to a list of TAs before sending the service area to the UDM.
LADN per DNN and S-NSSAI as defined in clause 5.6.5a is applicable for enforcement of LADN service area for a group with the following clarifications and enhancements:
-	If the group is provisioned with the LADN service area, the AMF configures the DNN of the group as LADN DNN and determines the LADN service area based on local configured LADN service area corresponding to the DNN (if any) and the service area received from UDM.
Editor's note:	If there is no overlapping between the LADN service area configured in AMF and service area received from UDM, how to handle this case is FFS.
NOTE 1:  In case of mismatch between the configured LADN service area in the AMF and the LADN service area received from UDM, it is up to operator’s policy configured at the AMF which information takes precedence.
-	If the group is provisioned with the LADN service area, the SMF configures the DNN of the group as LADN DNN.
Editor's note:	The SMF does not need to know whether there is a LADN Service Area for a DNN/S-NSSAI, SMF does not need to know the content of the LADN Service Area. Whether this should be reflected in the data provided by UDM is FFS.
NOTE 2:  The SMF does not need to know the LADN Service Area for a DNN/S-NSSAI. Upon a PDU Session Establishment request with LADN DNN or Service Request for the established PDU Session corresponding to LADN, the AMF indicates to the SMF if the UE is inside the LADN service area. The SMF subscribes to "UE mobility event notification" for reporting UE presence in Area of Interest by providing LADN DNN to the AMF as described in clauses 5.6.11 and 5.3.4.4.

* * * * End of Changes * * * * 
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