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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc58920682][bookmark: _Toc122418193]8.3	LMF Services
[bookmark: _Toc58920683][bookmark: _Toc122418194]8.3.1	General
The following table shows the LMF Services and LMF Service Operations.
Table 8.3.1-1: List of LMF Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nlmf_Location
	DetermineLocation
	Request/Response
	AMF

	
	EventNotify
	Notify
	GMLC

	
	CancelLocation
	Request/Response
	AMF

	
	LocationContextTransfer
	Request/Response
	LMF

	Nlmf_Broadcast
	CipheringKeyData
	Notify
	AMF

	Nlmf_DataTransfer
	GNSSAssistanceData
	Request/Response
	LMF



* * * * Fourth change * * * *
[bookmark: _Toc58920690][bookmark: _Toc122418201]8.3.X	Nlmf_DataTransfer service
[bookmark: _Toc58920691][bookmark: _Toc122418202]8.3.X.1	General
Service description: This service enables an NF to obtain location assistance data collected by an LMF. The following are the key functionalities of this NF service.
-	Allow the consumer NF to request location assistance data transfer from an LMF which collected GNSS assistance data.
The events to trigger assistance data transfer are defined in clause 6.15.x.
[bookmark: _Toc58920692][bookmark: _Toc122418203]8.3.X.2	Nlmf_DataTransfer_GNSSAssistanceData service operation
Service operation name: Nlmf_ DataTransfer_GNSSAssistanceData
Description: Provides GNSS assistance data to the consumer NF.
Input, Required: GNSS assistance data transfer requirement indication, TAI(s).
Input, Optional: None.
Output, Required: GNSS assistance data with associated TAI(s).
Output, Optional: None.
See clause 6.15.x for an example of usage of this service operation.
* * * * Fifth change * * * *
[bookmark: _Toc122418181]6.15.x	GNSS assistance data transfer between LMFs
The following procedure is used by an LMF to get GNSS assistance data from other LMFs which collected GNSS assistance data based on procedures in clause 6.15.1 or 6.15.2. 


Figure 6.15.x-1: GNSSAssistance Data Transfer between LMFs
1. An LMF may invoke a Nnrf_NFDiscovery Request service operation to an NRF. The service operation includes a GNSS assistance data indication and a list of TAs.
2. The NRF selects one or more LMFs which collected GNSS assistance data based on the GNSS Assistance data indication and a list of TAs received in step 1 and sends a Nnrf_NFDiscovery Response to the LMF. The service operation includes the profiles of LMFs selected by the NRF.
3. The LMF send a Nlmf_DataTransfer_GNSSAssistanceData Request service operation to one or more of the LMFs indicated at step 2. The service operation for each of the LMFs which collected GNSS assistance data includes a list of TAs and an indication of GNSS assistance data transfer requirement.
4. LMFs received the request in step 3 return collected GNSS assistance data to the LMF by using a Nlmf_DataTransfer_GNSSAssistanceData Response service operation, which includes GNSS assistance data and associated TAI(s). 
5. After the LMF gets the GNSS assistance data, it can send the assistance data to UE via the procedures described in clauses 6.14 or 6.11.1 during a positioning session.
* * * * End of changes * * * *
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