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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc58920682][bookmark: _Toc122418193]8.3	LMF Services
[bookmark: _Toc58920683][bookmark: _Toc122418194]8.3.1	General
The following table shows the LMF Services and LMF Service Operations.
Table 8.3.1-1: List of LMF Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nlmf_Location
	DetermineLocation
	Request/Response
	AMF

	
	EventNotify
	Notify
	GMLC

	
	CancelLocation
	Request/Response
	AMF

	
	LocationContextTransfer
	Request/Response
	LMF

	
	MeasurementData
	Request/Response
	LMF

	Nlmf_Broadcast
	CipheringKeyData
	Notify
	AMF



* * * * Second change * * * *
[bookmark: _Toc122418195][bookmark: _Toc58920684][bookmark: _Toc58920690][bookmark: _Toc122418201]8.3.2	Nlmf_Location service
[bookmark: _Toc122418196][bookmark: _Toc58920685]8.3.2.1	General
Service description: This service enables an NF to request location determination for a target UE. The following are the key functionalities of this NF service.
-	Allow the consumer NF to request the current geodetic and optionally local and/or civic location of a target UE.
-	Allow the consumer NF to subscribe/unsubscribe the geodetic and optionally local and/or civic location of a target UE for some certain events.
-	Allow the consumer NF to get notified about the geodetic and optionally local and/or civic location of a target UE when some certain events are detected.
-	Allows the consumer NF to cancel location event reporting for a target UE.
-	Allows the consumer NF to transfer location context information for location event reporting for a target UE.
-     Allows the consumer NF to request the PRU location measurement. 
The events to trigger location estimation notification are defined in clause 4.1a.5.1
* * * * Third change * * * *
8.3.2.6  Nlmf_Location_MeasurementData service operation
Service operation name: Nlmf_ Location_MeasurementData
Description: Provides PRU location measurement to the consumer NF.
Input, Required: Indication of location measurement request, PRU measurement data Correlation Identifier.	Comment by huawei2: This is used to differentiate multiple measurement data transfer sessions between LMFs
Input, Optional: Cell ID, PRU ID.
Output, Required: PRU location measurement(s) and associated PRU known location.
Output, Optional: None.
* * * * End of changes * * * *
