

	
3GPP TSG SA WG2 Meeting #156E	S2-2304969
April 17 - 21, 2023, Elbonia														(Revision of S2-230xxxx)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.228
	CR
	1302
	rev
	-
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	[bookmark: _GoBack]Procedures on Data Channel termination and QoS requirement

	
	

	Source to WG:
	China Mobile

	Source to TSG:
	SA2

	
	

	Work item code:
	NG_RTC
	
	Date:
	2023-03-11

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The procedures for data channel termination and data channel QoS requirement are still missing in the specification.

	
	

	Summary of change:
	Two new clauses in Annex AC are proposed to document IMS network enhancement to support data channel termination and QoS requirements.

	
	

	Consequences if not approved:
	Incomplete specification

	
	

	Clauses affected:
	AC.7.X (new), AC.7.Y (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR… CR…

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



**** First Change ****
AC.7	Data Channel Procedures
[bookmark: _Toc113279325]AC.7.X Termination of IMS Data Channel
Once setup successfully, the bootstrap data channel should be available during the IMS call session, and it will be terminated with the normal end of the call by SIP BYE message or exception terminating of the call.
The application data channel can be terminated with the end of the call by SIP BYE message or exception terminating of the call. Or it can be terminated by closing this application separately, and the closing of dedicated application data channel shall not have any impact on the associated IMS audio or video sessions.
AC.7.Y QoS requirement of IMS Data Channel
The selection, deployment, initiation, and termination of IMS data channel QoS signalling and resource allocation shall consider:
-	The general QoS handling requirements described in TS 23.501 [93], TS 23.502 [94] and TS 23.203 [54] and TS 23.503 [95]. In clause E.1 of TS 26.114 [76], 71, 72, 73, 74, 76 and 9 are the recommended QCI/5QI values for data channel. It’s suggested to use 9 for bootstrap data channel and 71, 72, 73, 74, 76 for application data channel.
-    IMS data channel QoS requirement is expressed by "a=3gpp-qos-hint", if there’re multiple data channels require different QoS requirements, each data channel needs to have dedicated SDP media description for its "a=3gpp-qos-hint".
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