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	Reason for change:
	For PLMN selection and relay selection in the 5G ProSe Layer-2 Remote UE:
-	The 5G ProSe Layer-2 Remote UE checks whether the PLMN(s) within the RRC Container (see clause 5.8.3.3) obtained from the 5G ProSe Layer-2 UE-to-Network Relay(s) during 5G ProSe UE-to-Network Relay Discovery in clause 6.3.2.3 are authorized to be connected to via a 5G ProSe Layer-2 UE-to-Network Relay(s), and only the authorized PLMN(s) are then available PLMNs for NAS PLMN selection;
-	The 5G ProSe Layer-2 Remote UE selects the 5G ProSe Layer-2 UE-to-Network Relay considering the selected PLMN by NAS layer.
However when the remote UE initiates the emergency service, to allow the remote UE to get better chance of emergency service, it will be beneficial for the remote UE not to check the authorized PLMNs. 

	
	

	Summary of change:
	The detailed PLMN selection for emergency service at the L2 remote UE is added.

	
	

	Consequences if not approved:
	The remote UE is not able to get the emergency service if the authorized PLMNs do not provide the emergency service. 
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* * * * First Change * * * *
[bookmark: _Toc131158933][bookmark: _Toc66692713][bookmark: _Toc66701892][bookmark: _Toc69883566][bookmark: _Toc73625579][bookmark: _Toc83206688]5.4.4.2	Emergency service from 5G ProSe Remote UE via via 5G ProSe Layer-2 UE-to-Network Relay
For a 5G ProSe Layer-2 UE-to-Network Relay to advertise its support of emergency service, the serving NG-RAN support of emergency services is required as the 5G ProSe Layer-2 Remote UE may select a different PLMN from the Layer-2 Relay.
For PLMN selection and relay selection in the 5G ProSe Layer-2 Remote UE attempting to make emergency calls:
-	The 5G ProSe Layer-2 Remote UE checks whether the PLMN(s) within the RRC Container (see clause 5.8.3.3) obtained from the 5G ProSe Layer-2 UE-to-Network Relay(s) during 5G ProSe UE-to-Network Relay Discovery in clause 6.3.2.3 supports emergency services, and only the PLMN(s) supporting emergency services are then available PLMNs for NAS PLMN selection;
-	The 5G ProSe Layer-2 Remote UE selects the 5G ProSe Layer-2 UE-to-Network Relay which has announced RSC dedicated for emergency service considering the selected PLMN by NAS layer.
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