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	Reason for change:
	PIN is a network contains at least one PEGC and at least one PEMC, PIN ID is an ID targeting to multiple UEs.
There’s existing method for policy provisioning to UE with the usage of Internal Group ID, e.g., as described in clause 5.9.7, the PIN ID can be mapped to a Internal Group ID to reuse the existing method as possible as we can.

The existing method of providing membership for a group can be reused for PIN.
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	PIN is identified by a PIN ID, and 5GC assigns Internal Group ID for a PIN ID
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* * * * 1st change * * * *
[bookmark: _Toc114665620][bookmark: _Toc122440192][bookmark: _Toc122440973][bookmark: _Toc20150307][bookmark: _Toc27847115][bookmark: _Toc36188248][bookmark: _Toc45184162][bookmark: _Toc47343004][bookmark: _Toc51769706][bookmark: _Toc114665807][bookmark: _Toc20149626][bookmark: _Toc27846417][bookmark: _Toc36187541][bookmark: _Toc45183445][bookmark: _Toc47342287][bookmark: _Toc51768985][bookmark: _Toc114664949][bookmark: _Toc20149656][bookmark: _Toc27846447][bookmark: _Toc36187571][bookmark: _Toc45183475][bookmark: _Toc47342317][bookmark: _Toc51769015][bookmark: _Toc114664979]5.44.X	Identifiers
A PIN is identified by a PIN ID, which is managed by 5GC as an External Group ID. The 5GC assign a unique Internal Group ID for a PIN ID in the same way that 5GC assign a unique Internal Group ID for an External Group ID described in clause 5.29.2. 
An AF for PIN may provide list of UEs for a PIN to 5GC as described in clause 4.15.6.3c of TS 23.502 [3], where the Extern Group ID represents PIN ID of the PIN.
* * * * End of change * * * *

