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	Reason for change:
	[bookmark: _Hlk123747727]In the conclusions in the TR 23.700-08 in clause 8.4.3 there is the following statement: 
2.	In the case of SNPN as hosting network, the dynamic provisioning of prioritized list of hosting network information can be done via SoR:
NOTE:	How SOR-AF and/or UDM acquires hosting network information is outside the scope for 3GPP.
i.	The home network UDM may determine to update UE with prioritized list of hosting network information using SoR procedure. Following triggers may apply:
-	UE location as part of Registration procedure.
-	UE subscription data change, e.g. via external parameter provisioning.
As it’s seen from the NOTE above, it has been concluded that the network selection information for localized service (NSI-LS, or hosting network information) is provided to the 5GC via means not documented in the 3GPP specification. However, it is required that the UDM or SOR-AF can trigger the SOR on demand to the impacted UEs, i.e. the UEs subscribed to the Localized service for which the NSI-LS is provided/updated. 

An analysis of the issue and the proposals to solve it are shown in the discussion Tdoc in S2-2305029. 
It is proposed to allow the UDM or SOR-AF (e.g. HPLMN, subscribed SNPN or CH) to trigger the SOR procedure towards the impacted UEs when the NSI-LS information is updated in the home network.

It is further proposed that the UE’s Subscription Data contains the Localized service identifier(s) of the Localized service(s) to which the UE is subscribed. The UDM indicates to the SOR-AF the Localized service identifier (in addition to the UE ID and other parameters) to allow the SOR-AF to create the SOR-SNPN-SI-LS container tailored to the UE’s subscribed Localized services.
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	It is proposed to update the Annex N3 to allow on demand triggering of the SOR procedure.
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The UE selects an SNPN providing access for localized services as described in clause 5.30.2.4.2, clause 5.30.2.4.3 and in TS 23.122 [17].
The network selection information for localized service is provided by the LSP to the 5GS via means outside the 3GPP specifications. The OAM system can then update the network selection information for localized service in the UDR or in the SOR-AF according to the SOR mechanism configured in the network. The Localized service is identified by a Localized service identifier. The UE’s Subscription Data contains the Localized service identifier(s) of the Localized service(s) to which the UE is subscribed.  When the UDM determines to trigger the SOR procedure, the UDM indicates to the SOR-AF the Localized service identifier (in addition to the UE ID and other parameters) to allow the SOR-AF to create the SOR-SNPN-SI-LS container tailored to the UE’s subscribed Localized services. Further details about the SOR procedure are specified in TS 23.122 [17]. 
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