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	Reason for change:
	As per CT-1 decision new CH controlled prioritized lists are to be used for selecting SNPNs that provides access to Localized services.
Current Manual Selection described in TS 23.122 does not consider CH controlled prioritized list of SNPNs/GINs for accessing Localized services.
It is necessary to specify what will be the UE behaviour and how these lists will be considered during Manual SNPN selection. 


	
	

	Summary of change:
	Clarify regarding the usage of CH controlled list for accessing localized services during Manual SNPN selection.


	
	

	Consequences if not approved:
	Undefined behaviour of how the CH Controlled prioiritized list for accessing Localized service is used during manual selection
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FIRST CHANGE
[bookmark: _Toc131516880][bookmark: _Toc20149998][bookmark: _Toc27846797][bookmark: _Toc36187928][bookmark: _Toc45183832][bookmark: _Toc47342674][bookmark: _Toc51769375][bookmark: _Toc106188106]5.30.2.4.3	Manual network selection
For manual network selection UEs operating in SNPN access mode provide to the user the list of SNPNs (each is identified by a PLMN ID and NID) and related human-readable names (if available) of the available SNPNs the UE has respective SUPI and credentials for. If the UEs supports access to an SNPN using credentials from a Credentials Holder, the UE also presents available SNPNs which broadcast the "access using credentials from a Credentials Holder is supported" indication and the human-readable names related to the SNPNs (if available). If the UE supports access to an SNPN providing access for Localized Services, UE shall consider the validity conditions in CH controlled prioritized list of SNPNs/GINs for accessing Localized Services before presenting the corresponding SNPNs to the user.
NOTE:	The details of manual SNPN selection are defined in TS 23.122 [17].
When a UE performs Initial Registration to an SNPN, the UE shall indicate the selected PLMN ID and NID as broadcast by the selected SNPN to NG-RAN. NG-RAN shall inform the AMF of the selected PLMN ID and NID.
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