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[bookmark: _Toc69743766][bookmark: _Toc66367705][bookmark: _Toc81492752][bookmark: _Toc73524677][bookmark: _Toc81816513][bookmark: _Toc114672303][bookmark: _Toc66367642][bookmark: _Toc81492188][bookmark: _Toc73527581][bookmark: _Toc73950257]* * * * First change * * * *

[bookmark: _Toc20149827][bookmark: _Toc27846621][bookmark: _Toc36187749][bookmark: _Toc45183653][bookmark: _Toc47342495][bookmark: _Toc51769195][bookmark: _Toc131516518]5.7.6.2	IP Packet Filter Set
For IP PDU Session Type, the Packet Filter Set shall support Packet Filters based on at least any combination of:
-	Source/destination IP address or IPv6 prefix.
-	Source / destination port number.
-	Protocol ID of the protocol above IP/Next header type.
-	Type of Service (TOS) (IPv4) / Traffic class (IPv6) and Mask.
-	Flow Label (IPv6).
-	Security parameter index.
-	Packet Filter direction.
-	ECT(1).
NOTE 1:	A value left unspecified in a Packet Filter matches any value of the corresponding information in a packet.
NOTE 2:	An IP address or Prefix may be combined with a prefix mask.
NOTE 3:	Port numbers may be specified as port ranges.

* * * * second change * * * *

[bookmark: _Toc131516837]5.27.2.1	General
TSC Assistance Information (TSCAI) is defined in Table 5.27.2-1 and describes TSC traffic characteristics for use in the 5G System. TSCAI may be used by the 5G-AN, if provided by SMF. The knowledge of TSC traffic pattern is useful for 5G-AN as it allows more efficiently scheduling of QoS Flows that have a periodic, deterministic traffic characteristics either via Configured Grants, Semi-Persistent Scheduling or with Dynamic Grants.
The TSCTSF determines the TSC Assistance Container (defined in Table 5.27.2-2) based on information provided by an AF/NEF or a DetNet controller as described in clause 5.27.2.3 and provides it to the PCF for IP type and Ethernet type PDU Sessions. In the case of integration with IEEE TSN network, the TSN AF determines TSC Assistance Container as described in clause 5.27.2.2 and provides it to the PCF for Ethernet PDU Sessions. The PCF receives the TSC Assistance Container from the TSCTSF or the TSN AF and forwards it to the SMF as part of PCC rule as described in clause 6.1.3.23a of TS 23.503 [45].
The SMF binds a PCC rule with a TSC Assistance Container to a QoS Flow as described in clause 6.1.3.2.4 of TS 23.503 [45]. The SMF uses the TSC Assistance Container to derive the TSCAI for that QoS Flow and sends the derived TSCAI to the NG-RAN. The Periodicity, Periodicity Range, Burst Arrival Time (BAT), BAT Window and Survival Time components of the TSCAI are specified by the SMF with respect to the 5G clock. The SMF is responsible for mapping the Burst Arrival Time, BAT Window, Periodicity and Periodicity Range from an external clock (when available) to the 5G clock based on the time offset and cumulative rateRatio (when available) between the external clock time and 5GS time as measured and reported by the UPF. The SMF determines the TSCAI as described in clause 5.27.2.4.
A Survival Time, which indicates the time period an application can survive without any data burst, may be provided by TSN AF/AF or by the TSCTSF either in terms of maximum number of messages (message is equivalent to all packets of a data burst) or in terms of time units. Only a single data burst is expected within a single time period referred to as the periodicity.
The SMF may send an update of the TSCAI to the NG-RAN as defined in clauses 4.3.3.2, 4.9.1.2.2 and 4.9.1.3.2 of TS 23.502 [3] or as defined in clause 5.37.8.2.
Table 5.27.2-1: TSC Assistance Information (TSCAI)
	Assistance Information
	Description

	Flow Direction
	The direction of the TSC flow (uplink or downlink).

	Periodicity
	It refers to the time period between start of two data bursts.

	Burst Arrival Time (optional)
	The latest possible time when the first packet of the data burst arrives at either the ingress of the RAN (downlink flow direction) or the egress of the UE (uplink flow direction).

	Survival Time (optional)
	Survival Time, as defined in TS 22.261 [2], refers to the time period an application can survive without any data burst.

	Burst Arrival Time Window (BAT Window) (optional)
(NOTE 1) (NOTE 2)
	Indicates the acceptable earliest and latest arrival time of the first packet of the data burst at either the ingress of the RAN (downlink flow direction) or the egress of the UE (uplink flow direction).

	Capability for BAT adaptation (optional) (NOTE 1)
	Indicates that the AF will adjust the burst sending time according to the network provided Burst Arrival Time offset (see clause 5.27.2.5).

	N6 Jitter Information (optional)
(NOTE 3)
	Jitter information associated with the Periodicity in downlink (see clause 5.37.8.1).

	Periodicity Range (optional) (NOTE 4)
	It indicates that the AF will adjust the periodicity and provides the acceptable range, formulated as lower bound and upper bound of the Periodicity.

	NOTE 1:	Only one of the parameters (BAT Window or Capability for BAT adaptation) can be provided.
NOTE 2:	The parameter can only be provided together with Burst Arrival Time.
NOTE 3:	Only one of the parameters Burst Arrival Time or N6 Jitter Information may be provided for a given Traffic Flow.
NOTE 4:	The Periodicity Range can only be provided together with Periodicity when Burst Arrival Time and Burst Arrival Time Window are present.



Table 5.27.2-2: TSC Assistance Container (TSCAC)
	Assistance Information
	Description

	Flow Direction
	The direction of the TSC flow (uplink or downlink).

	Periodicity
	It refers to the time period between start of two data bursts.

	Burst Arrival Time (optional)
	The time when the first packet of the data burst arrives at the ingress port of 5GS for a given flow direction (DS-TT for uplink, NW-TT for downlink).

	Survival Time (optional)
	It refers to the time period an application can survive without any data burst, as defined in TS 22.261 [2].

	Time Domain (optional)
	The (g)PTP domain of the TSC flow.

	Burst Arrival Time Window (BAT Window) (optional)
(NOTE 1) (NOTE 2)
	Indicates the acceptable earliest and latest arrival time of the first packet of the data burst at the ingress port of 5GS for a given flow direction (DS-TT for uplink, NW-TT for downlink).

	Capability for BAT adaptation (optional) (NOTE 1)
	It indicates that the AF will adjust the burst sending time according to the network provided Burst Arrival Time offset (see clause 5.27.2.5).

	Periodicity Range (optional) (NOTE 3)
	It indicates that the AF will adjust the periodicity and provides the acceptable range, formulated as lower bound and upper bound of the Periodicity.

	NOTE 1:	Only one of the parameters (BAT Window or Capability for BAT adaptation) can be provided.
NOTE 2:	The parameter can only be provided together with Burst Arrival Time.
NOTE 3:	The Periodicity Range can only be provided together with Periodicity when Burst Arrival Time and Burst Arrival Time Window are present.



* * * * third change * * * *

[bookmark: _Toc131517072]5.45.3	Congestion information monitoring
The NG-RAN may be required to provide the UL and/or DL QoS Flow congestion information (i.e. a percentage of congestion level for exposure). The UPF may be required to monitor the UL and/or DL QoS Flow congestion information reported from the NG-RAN.
QoS monitoring request to the NG-RAN and NG-RAN reporting for UL and/or DL QoS Flow congestion information to PSA UPF is as defined in 5.37.34. The PSA UPF reports the received UL and/or DL QoS Flow congestion information to the target NF as instructed by the QoS Monitoring request from the SMF.

* * * * forth change * * * *

[bookmark: _Toc20149849][bookmark: _Toc27846646][bookmark: _Toc36187774][bookmark: _Toc45183678][bookmark: _Toc47342520][bookmark: _Toc51769220][bookmark: _Toc131516549]5.8.2.7	PDU Session and QoS Flow Policing
ARP is used for admission control (i.e. retention and pre-emption of the new QoS Flow). The value of ARP is not required to be provided to the UPF.
For every QoS Flow, the SMF shall determine the transport level packet marking value (e.g. the DSCP in the outer IP header) based on the 5QI, the Priority Level (if explicitly signalled) and optionally, the ARP priority level and provide the transport level packet marking value to the UPF.
The SMF shall provide the Session-AMBR values of the PDU Session to the UPF so that the UPF can enforce the Session-AMBR of the PDU Session across all Non-GBR QoS Flows of the PDU Session.
SMF shall provide the GFBR and MFBR value for each GBR QoS Flow of the PDU Session to the UPF. SMF may also provide the Averaging window to the UPF, if Averaging window is not configured at the UPF or if it is different from the default value configured at the UPF.
SMF may decide to activate ECN marking for L4S by PSA UPF for the QoS Flow (see clause 5.37.3.3). In this case, the SMF shall send an ECN marking for L4S indicator to UPF.


