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	Reason for change:
	Regarding the following statements on NWDAF assisting LCS:

“NWDAF may request an aggregated UE location report from LMF (via GMLC) to include multiple UE location results or location results of multiple UEs. NWDAF may also provide a reporting time to indicate the latest time for the reporting.”

It is clearly understandable that during event report in a deferred MT-LR procedure, LMF may change, therefore GMLC is the correct place for aggregating UE location report.

Besides, above statement sets new functionality to GMLC, therefore, GMLC functionality is also updated.
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	1. Delete LMF for aggregating event report
2. Add functionality of aggregation on GMLC
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc51769125][bookmark: _Toc11137165][bookmark: _Toc27846628][bookmark: _Toc36187756][bookmark: _Toc59095475][bookmark: _Toc27846554][bookmark: _Toc20149834][bookmark: _Toc47342502][bookmark: _Toc59095553][bookmark: _Toc51769202][bookmark: _Toc45183583][bookmark: _Toc47342425][bookmark: _Toc45183660][bookmark: _Toc5026447][bookmark: _Toc36187679][bookmark: _Toc20149762][bookmark: _Toc114665633]5.16	Location estimate assisted by NWDAF
NWDAF may provide analytics for Location Accuracy as specified in TS 23.288 [37].
When LMF receives analytics for Location Accuracy from the NWDAF, as a service consumer, it may use the analytics in determination of positioning methods.
NWDAF may request an aggregated report for a single UE from GMLCUE location report from LMF (via GMLC) to include multiple UE location resultsestimates for a period of time. NWDAF may also provide a reporting time to indicate the latest time for the  reporting.
NOTE 1:	The value of the reporting time is left for NWDAF implementation. The reporting time should be earlier than the parameter ‘time when analytics information is needed’ (if applicable) defined in TS 23.288 [37].

* * * * 2nd changes * * * *
[bookmark: _Toc131157582][bookmark: _Toc131157587]4.3.3	Gateway Mobile Location Centre, GMLC
The Gateway Mobile Location Centre (GMLC) contains functionality required to support LCS. In one PLMN, there may be more than one GMLC.
A GMLC is the first node an external LCS client accesses in a PLMN (i.e. the Le reference point is supported by the GMLC). AFs and NFs may access GMLC directly or via NEF. The GMLC may request routing information and/or target UE privacy information from the UDM via the Nudm interface. After performing authorization of an external LCS Client or AF and verifying target UE privacy, a GMLC forwards a location request to either a serving AMF using Namf interface or to a GMLC in another PLMN using the Ngmlc interface in the case of a roaming UE.
The target UE's privacy profile settings shall always be checked in the UE's home PLMN prior to delivering a location estimate.
The "Visited GMLC" (VGMLC) is the GMLC, which is associated with the serving node of the target UE.
The "Home GMLC" (HGMLC) is the GMLC residing in the target UE's home PLMN, which is responsible for the control of privacy checking of the target UE.
Additional functions which may be performed by a GMLC to support location services include the following.
-	At an HGMLC, determine the serving AMF for a target UE when there is more than one serving AMF.
-	At an HGMLC, determine whether to attempt a second location request for a target UE from a different AMF when location information returned by a first AMF does not meet QoS requirements and there is more than one serving AMF.
-	At an HGMLC, support location requests from an external LCS client or NEF for a 5GC-MT-LR and deferred 5GC-MT-LR for periodic, triggered and UE available location events.
-	At an HGMLC, support additional check of whether the UE is located within the requested target area for deferred 5GC-MT-LR for periodic, triggered and UE available location events.
-	At an HGMLC, forward location requests for a roaming UE to a VGMLC or serving AMF in the VPLMN based on deployment configurations.
-	At an HGMLC, receive event reports from a VGMLC or LMF for a deferred 5GC-MT-LR for periodic or triggered location and return to an external LCS Client or NEF.
-	At an HGMLC, support cancelation of a periodic or triggered location.
-	At an HGMLC, receive location information from an VGMLC for a 5GC-MO-LR and forwards to an LCS Client or an AF (via NEF) if requested by the UE.
-	At a VGMLC, receive location requests from an HGMLC for a roaming UE and forward to a serving AMF.
-	At a VGMLC, receive event reports from an LMF for a deferred 5GC-MT-LR for periodic or triggered location for a roaming UE and forward to an HGMLC.
-	At a VGMLC, receive location information from an AMF for a 5GC-MO-LR and forwards to an HGMLC.
-	At an HGMLC, reject the LCS request coming from a LCS client, e.g. when the number of Target UEs in the LCS request exceeds the Maximum Target UE Number of such client.
-	At an HGMLC, allocate the reference number for each location request from an external LCS client for LDR.
-	At an HGMLC, assign the pseudonym if pseudonym indicator is received in the service request and transfer it to external LCS client, e.g. when core network provides the UE's location information to LCS client. Resolve the verinym from the pseudonym, if it is received from the LCS client.
-	At an HGMLC, resolve group identifier to identifier of individual UEs and aggregate responses to LCS Client or NEF during bulk operation procedure.
-	At an HGMLC, verify a request for user plane reporting by an LCS Client or AF for a periodic or triggered 5GC-MT-LR and verify or assign parameters to the request to enable the target UE to establish a secure user plane connection to the LCS Client or AF. Subsequently, support the transfer of cumulative event reports from the target UE via control plane back to the LCS Client or AF.
-	During UE mobility between 5GS and EPS, the GMLC transfers the LCS request between 5GS and EPS, may map the LCS QoS and (re-)initiate the LCS sessions towards the 5GS to/from EPS.
-	Support aggregation of a single UE’s location estimates over a period of time for a periodic or triggered 5GC-MT-LR event.
* * * * End of changes * * * *
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