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* * * * Start of Change * * * *

6.11.Y Sidelink Based Positioning Procedure with Target UE NAS connection

Figure 6.11.Y-1 shows a positioning procedure used by an LMF to support sidelink positioning and delivery of assistance data. The procedure is based on use of the LPP protocol defined in TS 37.355 [20] between the LMF and Target UE. The procedure is based on use of the SLPP protocol between the Target UE and Located UE. Procedure requires Target UE has NAS connection.
Editor's note:  SLPP protocol is developed currently by RAN. Procedure must be adjusted if it is necessary after RAN WGs complete SLPP protocol definition. 



Figure 6.11.Y-1: Sidelink Positioning Procedure
1.	Steps 1-3 for UE Assisted and UE Based Positioning Procedure in Clause 6.11.1 are performed toward Target UE with the following differences:
· The LMF informs Target UE that ranging based positioning is required. 
· The LMF may provide list of Located UE Application Layer ID(s).
NOTE 1: LMF may be provisioned with Located UEs or associated to PRUs with ranging capability.
2.	[Conditional] Target UE executes discovering and selection of Located UE based on method defined in clause 5.2.2 of TS 23.586 [40] if not discovered yet.
3.	[Conditional] Target UE may share any assistance data to Located UE provided in the Downlink Positioning message and performs any sidelink based positioning measurements and/or location computation with Located UE requested by the Downlink Positioning message.
4.	[Conditional] Steps 5-7 for UE Assisted and UE Based Positioning Procedure in Clause 6.11.1 executed with the following differences: 
· Location information may contain ranging related location information.
· Location information may contain the identity and location of Located UE.
NOTE 2: The located UE Application Layer ID will be used in UE discovery. Details of located UE Application Layer ID is defined in TS 23.586 [40].
Editor's note: 	Security aspects will be determined in SA WG3.

* * * * End of Changes * * * *
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