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	Reason for change:
	There are ENs unfixed yet in XRM KI#4.

About PSER, RAN reply in S2-2303946 includes the following:
· RAN2 suggests to use PSER definition as “the PSER defines an upper bound for a rate of non-congestion related PDU Set losses”.
· RAN2 thinks that the use of PSER is up to network implementation.
· RAN2 considers that the PDU set concept is applicable to both UL and DL.
About standalone SST, GSMA reply in S2-2303922 includes the following:
· Extended Reality and Media Services are promising services, and a new standardized SST will bring consistent user experience for Extended Reality and Media Services and will enhance the user experience, especially in the roaming case. 
· Also, GSMA ENSWI is working on defining a new NEST (NEtwork Slice Template) for Extended Reality and Media Services. 
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[bookmark: _Toc131516520][bookmark: _Toc131516335][bookmark: _Toc20150066][bookmark: _Toc27846865][bookmark: _Toc36187996][bookmark: _Toc45183900][bookmark: _Toc47342742][bookmark: _Toc51769443][bookmark: _Toc131516836]5.7.7	PDU Set QoS Parameters
[bookmark: _Toc131516521]5.7.7.1	General
PDU Set QoS Parameters are used to support PDU Set based QoS handling in the NG-RAN. The followings are the PDU Set specific QoS characteristics:
1.	PDU Set Delay Budget (PSDB).
2.	PDU Set Error Rate (PSER).
3.	PDU Set Integrated Handling Information (PSIHI).
NOTE1:	The usage is for PSIHI left to RAN.
Editor's note:	Usage of PSIHI is FFS..
For a QoS Flow supporting PDU Set based QoS handling, the QoS Profile includes the PDU Set QoS Parameters described in this clause (see clause 5.7.1.2). The PCF determines the PDU Set QoS Parameters based on information provided by AF and/or local configuration. The PDU Set QoS parameters are sent to the SMF as part of PCC rule. The SMF sends them to NG-RAN as part of the QoS Profile.
If the NG-RAN receives PDU Set QoS Parameters and supports them, it applies PDU Set QoS Parameters as described in this clause.
NOTE2:	 Editor's note:	[XRM] The applicability and details of PDU Set handling in uplink direction is left to pending RAN WG's progress.
[bookmark: _Toc131516522]5.7.7.2	PDU Set Delay Budget
The PDU Set Delay Budget (PSDB) defines an upper bound for the delay that a PDU Set may experience for the transfer between the UE and the N6 termination point at the UPF, i.e. the duration between the reception time of the first PDU (at the N6 termination point for DL or the UE for UL) and the time when all PDUs of a PDU Set have been successfully received (at the UE for DL or N6 termination point for UL). PSDB applies to the DL PDU Set received by the PSA UPF over the N6 interface, and to the UL PDU Set sent by the UE.
NOTE:	To enable support for PSDB, it is required that a maximum inter arrival time between the first received PDU and the last received PDU of a PDU Set complies with SLA. This maximum inter arrival time does not exceed PSDB. NG-RAN behaviour when the SLA is not fulfilled is implementation specific and out of scope of this specification.
A QoS Flow is associated with only one PDU Set Delay Budget. The value of the PDU Set Delay Budget is the same in UL and DL. PSDB is an optional parameter that may be provided by the PCF. The provided PSDB can be used by the NG-RAN to support the configuration of scheduling and link layer functions.
When the PSDB is available, the PSDB supersedes the PDB.
The AN PSDB is determined by subtracting the CN PDB from a given PSDB. The CN PDB as described in clause 5.7.3.4 is reused.
Editor's note:	The need for AN PSDB and definition of AN PSDB is FFS.
[bookmark: _Toc131516523]5.7.7.3	PDU Set Error Rate
The PDU Set Error Rate (PSER) defines an upper bound for the rate of PDU Sets that have been processed sent by the sender of a link layer protocol (e.g. RLC in RAN of a 3GPP access) but that are not successfully delivered by to the corresponding receiver to the upper layer (e.g. PDCP in RAN of a 3GPP access). Thus, the PSER defines an upper bound for a rate of non-congestion related PDU Set losses. The purpose of the PSER is to allow for appropriate link layer protocol configurations (e.g. RLC and HARQ in RAN of a 3GPP access).
NOTE:	In this Release, a PDU Set is considered as successfully delivered only when all PDUs of a PDU Set are delivered successfully.
A QoS Flow is associated with only one PDU Set Error Rate. If the PSER is available, the usage of PSER supersedes the usage of PER. The value of the PDU Set Error Rate is the same in UL and DL.
Editor's note:	The PSER definition may be subject to change if RAN2 provides any feedback on that.
[bookmark: _Toc131516524]5.7.7.4	PDU Set Integrated Handling Information
The PDU Set Integrated Handling Information (PSIHI) indicates whether all PDUs of the PDU Set are needed for the usage of the PDU Set by the application layer in the receiver side.
* * * Next Changes * * * 
[bookmark: _Toc20149909][bookmark: _Toc27846708][bookmark: _Toc36187839][bookmark: _Toc45183743][bookmark: _Toc47342585][bookmark: _Toc51769286][bookmark: _Toc131516624][bookmark: _Toc131517023][bookmark: _Hlk130904402]5.15.2.2	Standardised SST values
Standardized SST values provide a way for establishing global interoperability for slicing so that PLMNs can support the roaming use case more efficiently for the most commonly used Slice/Service Types.
The SSTs which are standardised are in the following Table 5.15.2.2-1.
Table 5.15.2.2-1: Standardised SST values
	Slice/Service type
	SST value
	Characteristics

	eMBB

	1
	Slice suitable for the handling of 5G enhanced Mobile Broadband.

	URLLC
	2
	Slice suitable for the handling of ultra- reliable low latency communications.

	MIoT
	3
	Slice suitable for the handling of massive IoT.

	V2X
	4
	Slice suitable for the handling of V2X services.

	HMTC
	5
	Slice suitable for the handling of High-Performance Machine-Type Communications.

	XRM
	6
	Slice suitable for the handling of high data rate low latency services, eXtended Reality (XR) and interactive media services



NOTE 1:	The support of all standardised SST values is not required in a PLMN. Services indicated in this table for each SST value can also be supported by means of other SSTs.
NOTE 2:	A mapping of GSMA defined Network Slice Types (NEST) to standard SST values is defined in GSMA NG.116 [137].
* * * Next Changes * * * 
5.37.5	PDU Set based QoS Handling
[bookmark: _Toc131517024]5.37.5.1	General
A PDU Set is comprised of one or more PDUs carrying an application layer payload such as, e.g. a video frame or video slice. The PDU Set based QoS handling by the NG-RAN is determined by PDU Set QoS parameters specified in clause 5.7.7 and PDU Set information provided by the PSA UPF as described in clause 5.37.5.2.
Editor's note:	The applicability and details of PDU Set handling in uplink direction is pending RAN WG's progress.
In addition to the PDU related service information, the AF may provide PDU Set related assistance information for dynamic PCC control. One or more of the following PDU Set related assistance information may be provided to the NEF/PCF using the AF session with required QoS procedures in clauses 4.15.6.6 and 4.15.6.6a of TS 23.502 [3].
-	PDU Set QoS parameters as described in clause 5.7.7
-	Protocol Description: Indicates protocol and payload type used by the service data flow.
AF provided PDU Set QoS Parameters and Protocol Description may be used in determining the QoS Profile by the PCF and identifying the PDU Set information by the PSA UPF.
The standardized SST for XRM is defined in 5.15.2.2.
NOTE 1:	There is no restriction for operator to apply non-standardized S-NSSAI for XRM flow. Applying which S-NSSAI for XRM flow is up to operator’s deployment implementation.

Editor's note:	Whether a standardized S-NSSAI (SST) is defined for XRM or whether non-standardized S-NSSAI is used is FFS.
[bookmark: _Toc131517025][bookmark: _Hlk130904410]5.37.5.2	PDU Set Information and Identification
To support PDU Set based QoS handling, the PSA UPF identifies PDUs that belong to PDU Sets and determines the below PDU Set Information which it sends to the NG-RAN in the GTP-U header. The PDU Set information is used by the NG-RAN for PDU Set based QoS handling as described above.
The PDU Set Information comprises:
-	PDU Set Sequence Number.
-	Indication of End PDU of the PDU Set.
-	PDU Sequence Number within a PDU Set.
-	PDU Set Size in bytes.
-	PDU Set Importance, which identifies the relative importance of a PDU Set compared to other PDU Sets within a QoS Flow.
The NG-RAN may use the PDU Set Importance within a QoS Flow for PDU Set level packet discarding in presence of congestion.
The usage of PDU Set Importance should under the QoS flow level priority.
Editor's note:	Whether and how PDU Set Importance can span across QoS Flows is FFS.
Editor's note:	The PDU Set Size is pending SA WG4 progress on SA WG4 5G_RTP WI. It is up to SA4 to decide whether PDU Set Size in an SA4 defined RTP header, extension header and/or payload is in bytes and whether the PDU Set Size in an SA WG4 defined RTP header, extension header and/or payload includes the RTP and/or IP overhead.
NOTE:	The PDU Set Information can be different for different PDU Sets within a QoS Flow.
The SMF instructs PSA UPF to perform PDU Set marking and may provide the PSA UPF the Protocol Description indicating the header, extension header (e.g. RTP/SRTP) and payload type (e.g. H.264) used by the service data flow. The Protocol Description may be received in the PCC rule, based on information provided by the AF or by PCF local policies as described in clause 5.37.5.1.
PSA UPF can identify the PDU Set information using the Protocol Description and the received RTP/SRTP headers or using implementation specific means.
Editor's note:	PDU Set Information in RTP/SRTP header, extension header and/or payload is pending SA WG4 progress on SA WG4 5G_RTP WI.
For each DL PDU received on N6 for which PDU Set based QoS handling is indicated from the SMF, the PSA UPF applies the rules for PDU Set identification and provides PDU Set Information which is available to the RAN in the GTP-U header.

* * * End of Changes * * * 

