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	Reason for change:
	To solve the EN:
Editor’s Note: If there is no overlapping between the LADN service area configured in AMF and service area received from UDM, how to handle this case is FFS.
Since the LADN Service Area Information sent by the AMF to the UE may contain only a subset of the full LADN service area. When the AMF has both the LADN service area configured in AMF and LADN service area received from UDM, there are three options to solve the EN:
· Option#1: set the intersection of the LADN service area received from UDM and the assigned Registration Area as the LADN service area.
· Option#2: set the intersection of the LADN service area configured in AMF and the assigned Registration Area as the LADN service area.
· Option#3: if there is no intersection of the LADN service area configured in AMF, LADN service area received from UDM and the assigned Registration Area, AMF can send the failure result and rejection code to AF via UDM/NEF, alternatively the UE can reject sending the LADN service area information to the UE or sends a blank LADN Inforamtion to UE.

Consider that non-overlapping case occurs due to mis-alignment between local configuration and AF authorized subscription configuration, to minimize the system impacts, it is suggested to use the latest authorized AF provisioned subscribed LADN service area, opiton#1, the subscribed LADN service area received from UDM takes precendence over the local configured LADN service area.
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	1. Add the description to clarify the subscribed LADN service area received from UDM takes precendence over the local configured LADN service area.
2. Remove the editor’s note.
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[bookmark: _Toc20149769][bookmark: _Toc27846561][bookmark: _Toc36187686][bookmark: _Toc45183590][bookmark: _Toc47342432][bookmark: _Toc51769132][bookmark: _Toc106187842]* * * * First change * * * *
[bookmark: _Toc131516448]5.6.5a	Supporting LADN per DNN and S-NSSAI
The 5GS may support LADN per DNN and S-NSSAI, and the functions specified in clause 5.6.5 are used (with the extension to apply per DNN and S-NSSAI whenever applicable) with the following enhancements:
-	The UE indicates the support of LADN per DNN and S-NSSAI in the UE MM Core Network Capability of the Registration Request message.
-	The LADN Service Area can be provisioned for a group (e.g. 5G VN group) or an individual subscriber using UDM/NEF parameter provisioning service triggered by AF request as described in clause 4.15.6 of TS 23.502 [3].
-	The LADN Service Area Information is determined by AMF, based on the local configuredation LADN service area and/or the subscribed LADN service area received from UDM, and Registration Area that the AMF assigns to the UE.
-	If the AMF has both the local configured LADN service area and the subscribed LADN service area received from UDM, the subscribed LADN service area received from UDM takes precendence over the local configured LADN service area.
-	If UE indicates the support of LADN per DNN and S-NSSAI, the AMF provides the LADN Service Area Information per LADN DNN and S-NSSAI to the UE.
-	The AMF enforces the LADN Service Area Information per LADN DNN and S-NSSAI in the same way as is described in clause 5.6.5 with the difference that the LADN service area is defined per DNN and S-NSSAI.
-	The UE enforces the LADN Service Area Information per LADN DNN and S-NSSAI, if received from the AMF, in the same way as is described in clause 5.6.5 with the difference that the LADN service area is defined per DNN and S-NSSAI.
* * * * Next change * * * *
[bookmark: _Toc131516776]5.20b.2	Support service area for a group
The procedure as defined in clause 4.15.6.2 of TS 23.502 [3] is applicable for provisioning of service area for a group with the following clarifications and enhancements:
-	The AF request additionally contains the LADN service area as part of DNN and S-NSSAI specific Group Parameters, and the service area is stored in UDR as subscription data and delivered to AMF as well as SMF.
-	If the AF provides the LADN service area in the form of geographical information, the NEF maps the geographical information to a list of TAs before sending the service area to the UDM.
LADN per DNN and S-NSSAI as defined in clause 5.6.5a is applicable for enforcement of LADN service area for a group with the following clarifications and enhancements:
-	If the group is provisioned with the LADN service area, the AMF configures the DNN of the group as LADN DNN and determines the LADN service area based on local configured LADN service area corresponding to the DNN (if any) and the LADN service area received from UDM.
Editor's note:	If there is no overlapping between the LADN service area configured in AMF and service area received from UDM, how to handle this case is FFS.
-	If the group is provisioned with the LADN service area, the SMF configures the DNN of the group as LADN DNN.
Editor's note:	The SMF does not need to know whether there is a LADN Service Area for a DNN/S-NSSAI, SMF does not need to know the content of the LADN Service Area. Whether this should be reflected in the data provided by UDM is FFS.
* * * * End of change * * * *
