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	Reason for change:
	The following ENs in clause 5.44.3.1 need to be resolved.

[EN#1] Editor's note:	How and whether to handle the case where PINs share a PDU session and local switching is FFS.
[EN#2] Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.
[EN#3] Editor's note:	The handling of the PEMC in 5GC in relation with PIN is FFS.

For EN#1, it is proposed that a PDU Session is not shared by more than one PINs.

For EN#2, a PEGC may establish more than one PDU Session for a PIN as specified in clause 5.8.2.2.1 as below:
In the case that the initial PDU Session was established with a PDU Session Type and the UE needs another single IP version PDU Session Type, the UE may initiate another PDU Session Establishment procedure to this (DNN, S-NNSAI) in order to activate a second PDU session with that PDU Session Type.

For EN#3, it is proposed to just remove this EN because the handling of PEMC related to PDU Session Establishment for PIN is not needed.


	
	

	Summary of change:
	§5.44.3.1
- Remove all ENs.
- Describe that a PDU Session is not shared by more than one PINs with NOTE saying that the URSP rules for PIN are properly set to ensure that more than one PINs do not share same PDU Session.
- Add clause 5.8.2.2.1 regarding that a PEGC may establish more than one PDU Sessions for a PIN.


	
	

	Consequences if not approved:
	Unresolved ENs exist.
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[bookmark: _Toc114668188]5.44.3.1	PDU Session Establishment for PIN
When a PDU Session associated with a PIN is established by UE with PEGC, an SMF is selected according to clause 4.3.2.2.3 of TS 23.502 [3]. The UE with PEGC may use IP address allocation methods as specified in clause 5.8.2.2 (e.g. IPv6 Prefix Delegation feature).
One PEGC may serve more than one PINs and in this case the PEGC shall have at least one PDU Session for each PIN if the PIN traffic is via PEGC/5GC. One PIN may be served by more than one PDU sessions in tThe PEGC may establish more than one PDU Sessions for a PIN as specified in clause 5.8.2.2.1. A PDU Session is not shared by more than one PINs.
NOTE:	It is assumed that the URSP rules for PIN are properly set to ensure that more than one PINs do not share same PDU Session.
Editor's note:	How and whether to handle the case where PINs share a PDU session and local switching is FFS.
Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.
Editor's note:	The handling of the PEMC in 5GC in relation with PIN is FFS.
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