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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc58920682][bookmark: _Toc122418193]8.3	LMF Services
[bookmark: _Toc58920683][bookmark: _Toc122418194]8.3.1	General
The following table shows the LMF Services and LMF Service Operations.
Table 8.3.1-1: List of LMF Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nlmf_Location
	DetermineLocation
	Request/Response
	AMF

	
	EventNotify
	Notify
	GMLC

	
	CancelLocation
	Request/Response
	AMF

	
	LocationContextTransfer
	Request/Response
	LMF

	
	UPConfig
	Request/Response
	AMF

	
	UPNotify
	Subscribe/Notify
	AMF

	Nlmf_Broadcast
	CipheringKeyData
	Notify
	AMF



* * * * Second change * * * *
[bookmark: _Toc58920684][bookmark: _Toc122418195][bookmark: _Toc58920689][bookmark: _Toc122418200]8.3.2	Nlmf_Location service
[bookmark: _Toc58920685][bookmark: _Toc122418196]8.3.2.1	General
Service description: This service enables an NF to request location determination for a target UE. The following are the key functionalities of this NF service.
-	Allow the consumer NF to request the current geodetic and optionally local and/or civic location of a target UE.
-	Allow the consumer NF to subscribe/unsubscribe the geodetic and optionally local and/or civic location of a target UE for some certain events.
-	Allow the consumer NF to get notified about the geodetic and optionally local and/or civic location of a target UE when some certain events are detected.
-	Allows the consumer NF to cancel location event reporting for a target UE.
-	Allows the consumer NF to transfer location context information for location event reporting for a target UE.
-	Allows the consumer NF to request to set up, modify or terminate a secure LCS-UP connection for a target UE.
-	Allows the consumer NF to get notified about status or modification of a secure LCS-UP connection for a target UE.
The events to trigger location estimation notification are defined in clause 4.1a.5.1
* * * * Third change * * * *
8.3.2.x	Nlmf_Location_ UPConfig service operation
Service operation name: Nlmf_Location_UPConfig
Description: Allow the consumer NF to request to set up or terminate a secure LCS-UP conncection for a target UE.
Input, Required: Notification Target Address, UE identifier (SUPI and if available GPSI).
Input, Optional: LCS-UP connection set up request indication, LCS-UP connection termination indication, AMF reallocation indication.
Output, Required: Success/Failure indication.
Output, Optional: None.
See clause 6.18.1, 6.18.2 and 6.18.3 for an example of usage of this service operation.
* * * * Third change * * * *
8.3.2.y	Nlmf_Location_UPNotify service operation
Service operation name: Nlmf_Location_UPNotify
Description: Allow the consumer NF to subscribe and get notified about status or modification of a secure LCS-UP conncection for a target UE.
Input, Required: Notification Target Address, UE identifier (SUPI and if available GPSI).
Input, Optional: None.
Output, Required: LCS-UP status (established, released or modification indication).
Output, Optional: Target LMF identifier, modification reason.
See clause 6.18.1 and 6.18.3 for an example of usage of this service operation.
* * * * End of changes * * * *

