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Abstract of the contribution: This contribution proposes to add the capability of SL Positioning Server UE in TS 23.586 v0.2.0. 
1.
Discussion
SL Positioning Server UE has been defined in TS 23.586 v0.2.0. The SL Positioning Server UE should have the capability of SL positioning result calculation, method determination and etc. So as a SL Positioning Server UE, the UE should have the special capabilities than a common UE such as powerful computing capability, high power storage and relative positioning methods as well as charging capability for SL Positioning calculation service. So not all the UE can works as a SL Positioning Server UE even though the UE supports PC5 interface. So the UE that would like to work as a SL Positioning Server UE should claim the capability of SL Positioning Server UE to the network during registration procedure via Uu interface and then the network can choose to take the UE as the SL Positioning Server UE. 
2.
Text proposal
It is proposed to agree the following changes to TS 23.586 v0.2.0:
* * * * First change * * * *

4.3.1
UE

In addition to the functions defined in TS 23.287 [6] and TS 23.304 [7], the UE may support the following functions:

-
Reporting the following Ranging/SL Positioning related capabilities to 5GC over the N1 reference point:

-
Capability of supporting Ranging/SL Positioning over PC5;

NOTE: Based on Ranging/SL Positioning control, a UE capable of Ranging/SL Positioning may take different roles in the operation, e.g. Target UE, Reference UE, Located UE, Positioning Client UE.
-
Capability of supporting SL Positioning Server UE over PC5;
-
Procedures for Ranging/SL Positioning over PC5;

-
Procedures to Network assisted SL Positioning;

-
Procedures to Ranging/SL Positioning service exposure;
-
Indicating UE Policy Provisioning Request in UE Policy Container for UE triggered Ranging/SL Positioning Policy provisioning, which requests one or multiple types of policies/parameters as listed below:

-
Policy/parameters for Ranging/SL Positioning over PC5;

-
Policy/parameters for Located UE;
-
Policy/parameters for Target UE in addition to the functions defined in TS 23.273 [8] clause 4.3.5;
-
Policy/parameters for SL Positioning Client UE;
-
Policy/parameters for SL Positioning Server UE;
-
Receiving the Ranging/SL Positioning Policy from 5GC over N1 reference point.
-
Configuration of parameters for Ranging/SL Positioning over PC5. These parameters can be pre-configured in the UE, or, if in coverage, provisioned or updated by signalling over the N1 reference point from the PCF in the HPLMN or over SR1 reference point from the Ranging/SL Positioning Application Server.
* * * * End of change * * * *[image: image1.png]
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