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Abstract of the contribution: This contribution discussed the enhanced API to support AIMLSys and GMEC. 
1. Discussion
SA2 defined Nnef_AFRequestForQoS for GMEC and Nnef_MultiMemberAFsessionWithQoS for AIMLSys in Rel-18. CT3 sent the LS in S2-2303934 /C3-230783 to ask SA2 the differences between these two new APIs and if SA2 was planning to merge these two APIs.
There were 3 relevant APIs defined in TS 23.502.
The Nnef_AFsessionWithQoS service was supported since Rel-15 to support setting up an AF session with required QoS procedure and monitoring QoS for a specific UE. 
The new proposed two APIs in Rel-18 are both defined to support QoS request and QoS monitoring for a group UE for GMEC or a list of UE for AIMLSys. It is reasonable to merge these two new APIs into a single API. For the multiple UE case, AF sends a single subscribe request for a list of UEs, NEF will send subscribe request for each UE to different PCFs that served for different UEs, therefore, NEF requires to coordinate the single transaction between AF and NEF to multiple transactions between NEF and PCFs. After receiving notify from 5GC, NEF is also required to aggregate all the notify message for different UEs and send a single notify message to AF.
Comparing these different handling in NEF to support a single UE and multiple UE, it is proposed to keep Nnef_AFsessionWithQoS separately as it is, to support the QoS request and QoS monitoring for single UE.

Define a single API Nnef_MultiMemberAFsessionWithQoS to support QoS request and QoS monitoring for multiple UEs in Rel-18.

Proposal: it is proposed to keep Nnef_AFsessionWithQoS separately as it is, to support the QoS request and QoS monitoring for single UE. Define a single API Nnef_MultiMemberAFsessionWithQoS to support QoS request and QoS monitoring for multiple UEs in Rel-18.

2. Text proposal
It is proposed to agree the above proposal and approve the CR S2-2305042 and S2-2305048.
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