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	SP-230248 was agreed during SA#99 meeting. The clause 6.1.3.27.1 about Network Exposure of 5GS information is introduced in 503. 

Based on the conclusion of KI#3, delay difference of SDFs may be exposed to AF. AF may request to be notified when the delay difference between two SDFs exceeds a threshold. The delay measurement for individual QoS Flow is based on QoS monitoring in clause 5.33.3 of TS 23.501.

Update the clause 6.1.3.27.1 to clarify the delay difference based on the conclution of 23.700-60.
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[bookmark: _Toc131529293][bookmark: _Toc131517022][bookmark: _Hlk130904428][bookmark: _Toc131517017][bookmark: _Toc131528095][bookmark: _Toc20204216][bookmark: _Toc27894908][bookmark: _Toc36191988][bookmark: _Toc45193078][bookmark: _Toc47592710][bookmark: _Toc51834797][bookmark: _Toc122443449][bookmark: _Toc51769125][bookmark: _Toc11137165][bookmark: _Toc27846628][bookmark: _Toc36187756][bookmark: _Toc59095475][bookmark: _Toc27846554][bookmark: _Toc20149834][bookmark: _Toc47342502][bookmark: _Toc59095553][bookmark: _Toc51769202][bookmark: _Toc45183583][bookmark: _Toc47342425][bookmark: _Toc45183660][bookmark: _Toc5026447][bookmark: _Toc36187679][bookmark: _Toc20149762][bookmark: _Toc114665633]6.1.3.27.1	Exposure of network information
For support of real-time media codec/traffic adaptation to the network conditions, the AF may subscribe for exposure of 5GS network information.
The AF may provide the subscription to the congestion level information, data rate for the target service data flow(s) or the QNC for a GBR QoS Flow using AF session with required QoS as described in clause 6.1.3.22. The PCF may generate a PCC rule with the QoS monitoring for the above network information as described in clause 5.45.4 of TS 23.501 [2].
The AF may provide the subscription to the delay difference for two service data flow(s) using AF session with required QoS as described in clause 6.1.3.22. The PCF enables the QoS monitoring for the two QoS Flow(s) individually, as described in clause 5.45 of TS 23.501 [2]. The delay difference is derived based on the QoS monitoring results and exposed to the AF (directly or via NEF) by the PCF.
The AF may also provide the value for Averaging Window using AF session with required QoS as described in clause 6.1.3.22.
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