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1	Overall description
SA2 thanks SA6 for the LS on AFId parameter value in EES invocation of Nnef_UEId_Get service. 
Based on SA2 specification, the detailed description about this part is as below:
In TS 23.502 4.15.10,
step 1: the request message from AF to NEF shall include UE address (IP address or MAC address) and AF Identifier, it may include, Port Number associated with the IP address, MTC Provider Information, Application Port ID, IP domain. The MTC Provider Information identifies the MTC Service Provider and/or MTC Application. If available, the AF may also provide the corresponding DNN and/or S-NSSAI.
step2: The NEF authorizes the AF request.
So if the AF1 provide a AF2 Identifier while AF2 has the agreement with PLMN to support the feature of AF specific UE ID retrieval, in SA2 field, this cannot be identified.  It should be SA3 responsible to authenticate the AF’s real AF identifier.
For Edge Computing scenario, the EES which can be considered as Edge Platform, and EAS can be considered as application server, and the EES act as the delegate for EAS to visit the 5GS with providing EAS ID, which is a valid requirement and can be acceptable.

2. Actions
To SA6
ACTION: 	SA2 asks SA6 to kindly consider above information.

3	Dates of next TSG SA WG 2 meetings
SA2#157     22nd May –  26th May 2023 	Berlin
SA2#158     21st August –  25th August 2022 	Goteborg



