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	Reason for change:
	There are severl EN in the clause 7.2.3.8 related to the mobiltiy procedures of RRC Inactivate state UE, 
Editor's note:	Whether the handling of UE context retrieval failure should be captured in clause 7.2.3.7 is FFS.
With the update in TS 23.247 CR0230, this EN can be removed.
Editor's note:	It is FFS whether more details about messages to transfer MBS session information and MBS assistance information are required for UEs in RRC_IDLE state, where the connection setup procedure is applicable.
When the UE move to a new RA as usual the MRU is triggered. During the MRU procedure, the UE also ask to activate the associated PDU session. According to TS 23.502, during mobility registration update with PDU session activation, steps 5 onwards of UE initiated service request procedure are executed to complete the User Plane connection activation. TS 23.247 already documents impacts to service request procedures, but the mentioned trigger conditions are not complete. 
With the update in TS 23.247 CR0253, this EN can be removed.

	
	

	Summary of change:
	 Remove the related EN and do some clarification if it is needed. 

	
	

	Consequences if not approved:
	Open issue is still left for the mobility procedure. 
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	Other comments:
	Update in 7.2.3.8.3 is based on the update in TS 23.247 CR0230 (S2-2304869).
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[bookmark: _GoBack]* * * Start of Change * * * *
[bookmark: _Toc131155104]7.2.3.8.3	Mobility of UE in RRC_INACTIVE state receiving MBS data out of RNA and within RA
When a UE in RRC_INACTIVE state is receiving multicast MBS session data, if the UE moves out of the RNA and within the RA, the UE resumes the connection in the same way as specified in clause 7.2.3.7. with the following enhancements:
-	If the UE context cannot be retrieved successfully, the NG-RAN triggers the UE to move to RRC_IDLE state as specified in TS 38.300 [9]. The UE initiates the Mobility Registration Update procedure or Service Request procedure to activate the associated PDU session(s). Hence the shared delivery (if not already established) or the individual delivery can be established towards the NG-RAN node to enable delivery of multicast MBS session data to the UEs.
Editor's note:	Whether the handling of UE context retrieval failure should be captured in clause 7.2.3.7 is FFS.
[bookmark: _Toc131155105]7.2.3.8.4	Mobility of UE in RRC_INACTIVE state receiving MBS data out of RA
When the UE in RRC_INACTIVE receiving multicast MBS session data, if the UE moves out of the RA, the UE initiates the Mobility Registration Update procedure to activate the associated PDU session(s) as specified in clause 4.2.2.2.2 of TS 23.502 [6]. Hence the shared delivery (if not already established) or the individual delivery can be established towards the NG-RAN node to enable delivery of multicast MBS session data to the UEs.
NOTE:	The Connection resume procedure of clause 7.2.3.7 also applies as part of the registration procedure for RRC_INACTIVE UEs.
Editor's note:	It is FFS whether more details about messages to transfer MBS session information and MBS assistance information are required for UEs in RRC_IDLE state, where the connection setup procedure is applicable.
* * * End of Changes * * * *

