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	Reason for change:
	Regarding what data key should be used for MBS Session Assistance Information, there is following EN:
Editor’s Note: Whether GPSI or MBS Session ID should be used as data key is to be decided. 
Per clause 5.2.3.6.1, “MBS Session Authorization information” in Parameter Provisiong service is indexed by UEId (External Group Id) but not by MBS Session Id.
  
Per TS 29.503, Figure 6.5.3.1-1 (see below), UE ID is included in Resource URI structure of the Nudm_PP API, but not MBS Session ID.
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Figure 6.5.3.1-1: Resource URI structure of the Nudm_PP API

Currently MBS Session ID is not part of UDM’s resource structure for PPdata. Introducing new Data Key “MBS Session ID” in PP data would impact the UDM’s resource structure.
Besides, if the list of UEs is handled by multiple UDMs, it is not possible to discover the UDM using MBS Session ID as query parameter. Instead, GPSI(s) will be used to discover the UDM(s). 
Based on the above, to minimize the impact to the PP handling in the UDM and make the solution work regardless of list of UEs handled by a single UDM or multiple UDMs, it is proposed to reuse the existing mechanism and use GPSI as the data key for MBS Session Assistance Information.

	
	

	Summary of change:
	Resolve the EN by using the GPSI as the data key for MBS Session Assistance Information.
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This service is for allowing NEF to provision of information which can be used for the UE in 5GS.
Parameter Provision data types used in the Nudm_ParameterProvision Service are defined in Table 5.2.3.6.1-1 below.
Table 5.2.3.6.1-1: Parameter Provision data types
	Parameter Provision data type
	Description

	Expected UE Behaviour parameters
	See clause 4.15.6.3

	Network Configuration parameters
	See clause 4.15.6.3a

	5G VN group configuration data
	5G VN Group Data and 5G VN Group membership management parameters for the 5G VN Group. See clause 4.15.6.3b and clause 4.15.6.3c.

	Location Privacy Indication parameters
	Location Privacy Indication parameters of the "LCS privacy" Data Subset of the Subscription Data.
See clause 5.2.3.3.1 and clause 7.1 of TS 23.273 [51].

	Enhanced Coverage Restriction Information
	See clause 4.27.1 and clause 5.31.12 of TS 23.501 [2].

	ECS Address Configuration Information
	See clause 4.15.6.3d.

	Multicast MBS group membership management parameters
	See clause 7.2.9 of TS 23.247 [78].

	MBS Session Authorization information
	See clause 7.2.9 of TS 23.247 [78].

	MBS Session Assistance Information
	See clause 7.2.9a of TS 23.247 [78].

	DNN and S-NSSAI specific Group Parameters
	See clause 4.15.6.3.e.



At least a mandatory key is required for each Parameter Provision Data Type to identify the corresponding data as defined in Table 5.2.3.6.1-2.
Table 5.2.3.6.1-2: Parameter Provision data types keys
	Parameter Provision Data Types
	Data Key
	Data Sub Key

	Expected UE Behaviour parameters
	GPSI or External Group ID
	-

	Network Configuration parameters
	GPSI
	-

	5G VN group data
	External Group Identifier
	-

	5G VN group membership management parameters 
	External Group Identifier
	-

	Location Privacy Indication parameters.
	GPSI
	-

	Enhanced Coverage Restriction Information
	GPSI
	-

	ECS Address Configuration Information
	GPSI or External Group ID or any UE
	-

	Multicast MBS group membership management parameters
	External Group Identifier
	-

	MBS Session Authorization information
	External Group ID
	-

	MBS Session Assistance Information
	GPSI
	

	DNN and S-NSSAI specific Group Parameters
	External Group ID
	



Editor's note:	Whether GPSI or MBS Session ID should be used as data key is to be decided.
* * * End of Changes * * * 
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