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**** First Change ****
[bookmark: _Toc20149843][bookmark: _Toc27846637][bookmark: _Toc36187765][bookmark: _Toc45183669][bookmark: _Toc47342511][bookmark: _Toc51769211][bookmark: _Toc131516540][bookmark: _Hlk130904410]5.8.2.4.2	Traffic Detection Information
The SMF controls the traffic detection at the UP function by providing detection information for every PDR.
For IPv4 or IPv6 or IPv4v6 PDU Session type, detection information is a combination of:
-	CN tunnel info.
-	Network instance.
-	QFI.
-	IP Packet Filter Set as defined in clause 5.7.6.2.
-	Application Identifier: The Application Identifier is an index to a set of application detection rules configured in UPF.
For Ethernet PDU Session type, detection information is a combination of:
-	CN tunnel info.
-	Network instance.
-	QFI.
-	Ethernet Packet Filter Set as defined in clause 5.7.6.3.
In this Release of the specification for Unstructured PDU Session Type, the UPF does not perform-QoS Flow level traffic detection for QoS enforcement.
Traffic detection information sent by the SMF to the UPF for a PDU Session may be associated with Network instance for detection and routing of traffic over N6. In the case of IP PDU Session Type, Network Instances can e.g. be used by the UPF for traffic detection and routing in the case of different IP domains or overlapping IP addresses. In the case of Ethernet PDU Session Type, different Network Instances can e.g. be configured in the UPF with different ways to handle the association between N6 and the PDU Sessions.
SMF may also provide a Protocol Description to support PDU Set identification. See clause 5.37.5.Based on SMF instructions, UPF may identify the PDU Sets, according to the Protocol Description in PDR, to derive the PDU Set Information for DL traffics and send it to RAN via DL GTP-U header of each PDU identified as belonging to a PDU Set. The PDU Set Information, is described in clause 5.37.5. The PDU Set identification can be done by UPF implementation or by detecting RTP/SRTP header or payload
Editor's note:	How to document the UPF derivation of the PDU Set Information from the RTP/SRTP header or payload is FFS in coordination with SA WG4.


**** Next Change ****

5.37.5.2	PDU Set Information and Identification
To support PDU Set based QoS handling, the PSA UPF identifies PDUs that belong to PDU Sets and determines the below PDU Set Information which it sends to the NG-RAN in the GTP-U header. The PDU Set information is used by the NG-RAN for PDU Set based QoS handling as described above.
The PDU Set Information comprises:
-	PDU Set Sequence Number.
-	Indication of End PDU of the PDU Set.
-	PDU Sequence Number within a PDU Set.
-	PDU Set Size in bytes.
-	PDU Set Importance, which identifies the relative importance of a PDU Set compared to other PDU Sets within a QoS Flow.
The NG-RAN may use the PDU Set Importance within a QoS Flow for PDU Set level packet discarding in presence of congestion.
Editor's note:	Whether and how PDU Set Importance can span across QoS Flows is FFS.
Editor's note:	The PDU Set Size is pending SA WG4 progress on SA WG4 5G_RTP WI. It is up to SA4 to decide whether PDU Set Size in an SA4 defined RTP header, extension header and/or payload is in bytes and whether the PDU Set Size in an SA WG4 defined RTP header, extension header and/or payload includes the RTP and/or IP overhead.
NOTE:	The PDU Set Information can be different for different PDU Sets within a QoS Flow.
The SMF instructs PSA UPF to perform PDU Set marking and may provide the PSA UPF the Protocol Description indicating the header, extension header (e.g. RTP/SRTP) and payload type (e.g. H.264) used by the service data flow. The Protocol Description may be received in the PCC rule, based on information provided by the AF or by PCF local policies as described in clause 5.37.5.1.
PSA UPF can identify the PDU Set information using the Protocol Description and the received RTP/SRTP headers or using implementation specific means.
Editor's note:	PDU Set Information in RTP/SRTP header, extension header and/or payload is pending SA WG4 progress on SA WG4 5G_RTP WI.
For each DL PDU received on N6 for which PDU Set based QoS handling is indicated from the SMF, the PSA UPF applies the rules for PDU Set identification and provides PDU Set Information which is available to the RAN in the GTP-U header.
To ensure efficient usage of the UPF, PDU Set Information identification and provision to NG-RAN should be limited to the case where NG-RAN supports usage of the PDU Set Information for the related PDU Session. Hence, for a given PDU Session, based on the information exchange in the relevant N2 procedures, see TS 38.413 [34], the SMF determines support for PDU Set Information in the NG-RAN.
**** End of Changes ****
