3GPP TSG-WG SA2 Meeting #156-e	S2-2304275
April 17 - 21, 2023, Electronic	(revision of S2-230xxxx)


Title:	[DRAFT] Reply LS on INACTIVE eDRX above 10.24sec and SDT
Response to:	R2-2302082 / S2-2303947
Release:	Release 18
Work Item:	NR_RedCap_Ph2, NR_redcap_enh-Core

Source:	SA2
To:	RAN2, RAN3
Cc:

Contact Person:	
Name:	Sašo Stojanovski
E-mail Address:	saso stojanovski intel com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	23502CR3944, 23501CR4218


1. Overall Description:
SA2 thanks RAN2 for their LS (R2-2302082 / S2-2303947) on INACTIVE eDRX above 10.24sec and SDT.

SA2 would like to inform RAN2, and RAN3 that they have agreed the attached CRs (23502CR3944, 23501CR4218) which include the following:
· Call flows in TS 23.502 have been adjusted so that NG-RAN decides if the UE remains in RRC_INACTIVE or can be transitioned to RRC_CONNECTED during resume procedure.
· The N2 message sent by the AMF requesting connection resume (step 2 in 23.502 Figure 4.8.2.2b-1) includes the QFI, PPI and ARP of the QoS Flow that triggered the connection resume.
· The N2 message sent by NG-RAN requesting connection resume (step 4b.1 in Figure 4.8.2.2-1) has been extended to allow include an indication that the UE is now reachable for downlink data and/or signalling, to allow for the case of small data transmission where the UE is kept in RRC inactive state.

2. Actions:
To RAN2, RAN3:
ACTION: 	SA2 kindly asks RAN2, RAN3 to take the information above into account.
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