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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc20204009][bookmark: _Toc27894695][bookmark: _Toc36191762][bookmark: _Toc45192848][bookmark: _Toc47592480][bookmark: _Toc51834561][bookmark: _Toc122443196]4.4.2.2	N4 Session Level Reporting Procedure
This procedure is used by the UPF to report events related to an N4 session for an individual PDU Session. The triggers for event reporting were configured on the UPF during N4 Session Establishment/Modification procedures by the SMF.


Figure 4.4.2.2-1: N4 Session Level Reporting procedure
1.	The UPF detects that an event has to be reported. The reporting triggers include the following cases:
(1)	Measurement information reporting (Usage Report).
	Measurement information shall be collected in the UPF and reported to the SMF as defined in clause 5.8 and clause 5.12 of TS 23.501 [2].
NOTE 1:	The Usage Report is also used for the reporting of other events or information. For details refer to clause 7.5.8.3 of TS 29.244 [69].
(2)	Start of traffic detection (Usage Report).
	When traffic detection is requested by SMF and the start of traffic is detected for a Packet Detection Rule (PDR) as described in clause 5.8 of TS 23.501 [2], the UPF shall report the start of traffic detection to the SMF and indicate the corresponding PDR rule ID.
(3)	Stop of traffic detection (Usage Report).
	When traffic detection is requested by SMF and the end of traffic is detected for a PDR as described in clause 5.8 of TS 23.501 [2], the UPF shall report the stop of traffic detection to the SMF and indicate the corresponding PDR rule ID.
(4) Detection of 1st downlink packet for a QoS Flow of a PDU Session with UP Connection deactivated (Downlink Data Report).
	When UPF receives the first downlink packet for a QoS Flow but no N3/N9 tunnel for downlink data transmission exists and the buffering is performed by the UPF, it shall report the detection of 1st downlink packet to SMF also indicating the QoS Flow for which the downlink packet was received (for the purpose of downlink data notification). The UPF shall also report the DSCP of the packet if the PDU Session type is IP (to support the Paging Policy Differentiation feature described in clause 5.4.3 of TS 23.501 [2]).
(5) Detection of PDU Session Inactivity for a specified period (User Plane Inactivity Report).
	When an Inactivity Timer for a PDU Session is provided by SMF during N4 Session Establishment/Modification procedure and the UPF detects the PDU Session has no data transfer for a period specified by the Inactivity Timer, it shall report PDU Session Inactivity to the SMF.
NOTE 2:	As described in clause 4.3.7, an Inactivity Timer to the UPF is not provided by the SMF for always-on PDU Sessions.
(6)	The UL, DL or round trip packet delay measurement reporting (Session Report).
	When the QoS Monitoring for URLLC is enabled for the QoS Flow, the UPF calculates the UL, DL or round trip packet delay of the QoS Flow. If the redundant transmission on N3/N9 interfaces is activated, the UPF performs packet delay monitoring for both UP paths and reports the packet delay of the two UP paths respectively. When the reporting trigger(s) is satisfied, e.g. the measured packet delay value exceeds the reporting threshold, or the reporting period expires, or the PDU Session is released, the UPF reports the calculated packet delay value(s) to the SMF. When receiving the measurement reports from the UPF, the SMF sends the reports to the target, i.e. either to the PCF or to the AF (may be via NEF), according to the information for QoS Monitoring for URLLC received in the PCC rules. If the PCF received the report, the PCF sends the reports to the AF, based on the procedure as defined in clause 4.16.5.1.
(7)	TSC Management Information available (TSC Management Information).
	When TSC management information is available, the UPF shall provide the TSC management information in the TSC Management Information to the SMF as defined in clause 5.8.2.11.14 of TS 23.501 [2].
(8)	Discard Downlink Traffic detection (Downlink Data Report).
	When discarded downlink traffic detection is requested by SMF for a PDR and the first downlink packet is discarded after being buffered for this PDR as described in clause 5.8.3.2 of TS 23.501 [2], the UPF shall report the discarded downlink traffic detection to the SMF and indicate the corresponding PDR rule ID (for the purpose of downlink data delivery status notification).
(9)	Buffered Downlink Traffic detection (Downlink Data Report).
	When buffered downlink traffic detection is requested by SMF for a PDR and the first downlink packet is buffered for this PDR as described in clause 5.8.3.2 of TS 23.501 [2], the UPF shall report the buffered downlink traffic detection to the SMF and indicate the corresponding PDR rule ID (for the purpose of downlink data delivery status notification).
(10)	N6 Jitter detection (Downlink Data Report).
	When N6 downlink Jitter detection is requested by SMF as described in clause 5.8.2.11.11 of TS 23.501 [2], the UPF shall measure and report the N6 Jitter associated with the periodicity to the SMF.
2.	The UPF sends an N4 session report message (N4 Session ID, list of [Usage Report, Downlink Data Report, Session Report, User Plane Inactivity Report, TSC Management Information, N6 Jitter information]) to the SMF.
3.	The SMF identifies the N4 session context based on the received N4 Session ID and applies the reported information for the corresponding PDU Session. The SMF responds with an N4 session report ACK message.

Next CHANGE

[bookmark: _Toc122443914]5.2.6.9.2	Nnef_AFsessionWithQoS_Create service operation
Service operation name: Nnef_AFsessionWithQoS Create
Description: The consumer requests the network to provide a specific QoS for an AF session.
Inputs, Required: AF Identifier, UE address (i.e. IP address or MAC address), Flow description information as described in clause 6.1.3.6 of TS 23.503 [20] or External Application Identifier, QoS Reference or individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20].
Inputs, Optional: time period, traffic volume, Alternative Service Requirements (containing one or more QoS Reference parameters or Requested Alternative QoS Parameter Sets in a prioritized order), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], DNN if available, S-NSSAI if available, TSCinput (flow direction, Burst Arrival Time at UE (uplink) or UPF (downlink), Periodicity, Time domain, Survival Time, BAT Window or Capability for BAT adaptation), Periodicity.	Comment by zte-v1: If option 3 is adopted, it should be renamed to “TrafficAssit”
Outputs, Required: Transaction Reference ID, result.
NOTE:	TSCinput can be used by non-TSC service, e.g. XR/AR/VR.	Comment by zte-v1: Option 1
Output (optional): None.


Next CHANGE

[bookmark: _Toc36192355][bookmark: _Toc45193468][bookmark: _Toc47593100][bookmark: _Toc51835187][bookmark: _Toc122443917]5.2.6.9.5	Nnef_AFsessionWithQoS_Update service operation
Service operation name: Nnef_AFsessionWithQoS Update
Description: The consumer requests the network to update the Service Requirement(s) and/or additional Alternative Service Requirement(s) for an AF session.
Inputs, Required: Transaction Reference ID.
Inputs, Optional: Flow description information (as described in clause 6.1.3.6 of TS 23.503 [20]), QoS Reference or individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20], time period, traffic volume, Alternative Service Requirements (containing one or more QoS Reference parameters or Requested Alternative QoS Parameter Sets in a prioritized order), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], TSCinput (flow direction, Burst Arrival Time at UE (uplink) or UPF (downlink), Periodicity, Time domain, Survival Time), Periodicity.
Outputs, Required: Result.
Output (optional): None.



Next CHANGE

[bookmark: _Toc122443857]5.2.5.8.2	Npcf_AMPolicyAuthorization_Create service operation
Service operation name: Npcf_AMPolicyAuthorization_Create
Description: Authorizes the request and optionally determines and installs AM influence data according to the information provided by the NF Consumer.
Inputs, Required: SUPI.
Inputs, Optional: GPSI, Throughput requirements, service coverage requirements, policy duration, subscribed events(s), 5G access stratum time distribution indication (enable, disable), Uu time synchronization error budget.
The subscribed event includes Event ID as specified in Npcf_AMPolicyAuthorization_Notify service operation, Event Reporting Information defined in Table 4.15.1-1 (only the Event Reporting mode and the immediate reporting flag when applicable), Notification Target Address, Periodicity.
Outputs, Required: Success or Failure.
Outputs, Optional: Identification of the created application context, the inputs that can be accepted by the PCF.
[bookmark: _Toc122443858]5.2.5.8.3	Npcf_AMPolicyAuthorization_Update service operation
Service operation name: Npcf_AMPolicyAuthorization_Update
Description: Provides updated information to the PCF.
Inputs, Required: Identification of the application context.
Inputs, Optional: Throughput requirements, service coverage requirements, policy duration, 5G access stratum time distribution indication (enable, disable), Uu time synchronization error budget, Periodicity.
Outputs, Required: Success or Failure.
Outputs, Optional: The inputs that can be accepted by the PCF.



END OF CHANGES
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