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	Reason for change:
	This CR is proposed to solve the following two Editor’s Notes in clause 6.18.1:
Editor's note:	The security mechanism and security information provided by LMF to UE is subject to SA WG3's work. It is FFS how the UE user plane positioning capability and LMF user plane information is transferred, e.g. based on enhanced LPP, supplementary service or NAS message.
There are three issues included in the EN:
1． Security mechanism：Because the security mechanism is in SA3 scope, to notify the issue to SA3, the LS OUTs (S2-2301789, S2-2301857) are already sent to SA3 in SA2#154AH-e. So it is proposed to remove the description related to the security mechanism simply.
2． UE user plane positioning capability transmission: Based on the agreed CR (S2-2303368) in SA2#155 meeting, the UE user plane positioning capability is transferred via NAS message. So it is proposed to remove the corresponding FFS.
3． LMF user plane information transmission: because the LMF user plane information is sent from LMF to UE, used by UE and the user plane positioning is transparent to NG-RAN. So it is proposed to send the information via supplementary service. This is clarified in the CR.

Editor's note:	IP address and/or FQDN as LMF address information needs to be checked/verified based on CT1/CT3 feedback.
The related LS OUT was sent to CT1 and CT4 in SA2#155 meeting. For this issue, the progress in CT1 and CT4 are as follows:
· CT1 has sent the LS reply in S2-2303929 in which CT4 is expected to provide an answer.
· [bookmark: OLE_LINK15][bookmark: OLE_LINK16]CT4: CT4 has discussed the issue and believes the IP address and/or FQDN could work. However during the discussion there is controversy on whether to add more explanation to SA2. Finally, CT4 agreed to note the SA2 LS IN.
Based on CT4 progress, the IP address and/or FQDN could work. As for the controversy, it is in CT4 scope and could be further discussed in CT4 in the future. So it is proposed to update the SA2 specification to clarify that the LMF address is IP address and/or FQDN and remove the EN accordingly.


	
	

	Summary of change:
	Solve the Editor’s Note in LMF initiated User Plane Connection procedure.
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[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923][bookmark: OLE_LINK1]* * * First Change * * * 
[bookmark: _Toc131157713]6.18.1	LMF initiated User Plane Connection
LMF may trigger the user plane connection establishment after receiving a location request from AMF if target UE does not have user plane connection with LMF. AMF also subscribes from LMF the status of LCS user plane connection for the target UE, using a Nlmf_Location_UPNotify Subscribe message if the UE supports user plane positioning. Figure 6.18.1-1 shows a procedure triggered by LMF to support positioning over the user plane connection between UE and LMF.


Figure 6.18.1-1: Positioning via a User Plane Connection between UE and LMF initiated by LMF
1.	Based on UE user plane positioning capability and other implementation factors, LMF decides whether to continue the position procedure via a user plane connection between UE and LMF.
	Steps 2-7 are skipped if there is already a user plane connection context of the target UE in LMF and LMF determines to utilize the user plane connection for positioning.
NOTE:	LMF can select user plane positioning for specific positioning methods (e.g. motion sensor-based method) and it is based on implementation and local configuration to determine which positioning method requires user plane transport.
[bookmark: OLE_LINK17][bookmark: OLE_LINK18]2.	[Conditional] If LMF decides to utilize user plane for positioning and there is no established secure user plane connection between the UE and LMF, LMF sends a user plane information which is a supplementary service message to AMF to indicate UE to utilize user plane for positioning. The user plane information includes the user plane positioning address (i.e. IP address and/or FQDN) of the LMF, security related information.
Editor's note:	The security mechanism and security information provided by LMF to UE is subject to SA WG3's work. It is FFS how the UE user plane positioning capability and LMF user plane information is transferred, e.g. based on enhanced LPP, supplementary service or NAS message.
3.	[Conditional] When AMF receives the user plane information from LMF in step 2, AMF sends it to UE via a DL NAS TRANSPORT message.
4.	[Conditional] If there is no established applicable PDU session for the user plane positioning, the UE uses the URSP as defined in TS 23.503 [41] which includes user plane positioning related PDU session parameters, e.g. a dedicated DNN and S-NSSAI, to establish the PDU session for user plane positioning. UE may send an acknowledgement to LMF through AMF to indicate a success of utilization of a user plane connection for positioning service or a failure to utilize the user plane connection, e.g. no suitable PDU session established.
5.	[Conditional] AMF sends the acknowledgement received in step 4 to the LMF via Namf_N1messageNotify service.
6.	[Conditional] If LMF knows the UE IP address information, LMF may notify UE to setup the secure user plane connection through the known UE IP address.
Editor's note:	It is stage 3 to check and decide the protocol used by LMF to notify UE through the known UE IP address.
7.	[Conditional] UE establishes a secured user plane connection with LMF. If LMF send its FQDN to the UE, a DNS server/resolver is used to resolve the IP address of LMF (e.g. EASDF or local DNS for local LMF address resolution).
Editor's note:	IP address and/or FQDN as LMF address information needs to be checked/verified based on CT1/CT3 feedback.
8.	[Conditional] LMF indicates AMF in the Nlmf_Location_UPNotify message that user plane connection between the UE and LMF has been established.
9.	[Conditional] The AMF stores the LCS-UP connection context as part of UE context.
10.	If LMF or UE determines to utilize the user plane connection for positioning and the secure user plane connection is established, LPP messages are transferred between UE and LMF for UE based positioning, UE assisted positioning and delivery of assistance data. Supplementary services event report messages from UE may also be transferred to LMF via the established user plane connection.
[bookmark: _MON_1616577255][bookmark: _MON_1616578348][bookmark: _MON_1616578386][bookmark: _MON_1616578390]* * * End of Changes * * * 
image1.emf
UE

NG-

RAN

AMF LMF UPF

5. Namf_N1MessageNotify(User Plane Positioning Acknowledge )

3. DL NAS TRANSPORT(User Plane Information)

4.UL NAS TRANSPORT(User Plane Positioning Acknowledge)

2. Namf_Communication_N1N2Transfer(User Plane information)

1. Determine to utilize 

user plane for positioning

10.UE positioning and supplementary service message via user Plane

                       7.UE establishing secure user plane connection

8. Nlmf_Location_UPNotify(User Plane Positioning Acknowledge )

9. Store LCS-UP connection context

                       6. Notification the UE through the known UE IP address


Microsoft_Visio_Drawing1811.vsdx
UE
NG-RAN
AMF
LMF
UPF
5. Namf_N1MessageNotify(User Plane Positioning Acknowledge )
3. DL NAS TRANSPORT(User Plane Information)
4.UL NAS TRANSPORT(User Plane Positioning Acknowledge)
2. Namf_Communication_N1N2Transfer(User Plane information)
1. Determine to utilize user plane for positioning
10.UE positioning and supplementary service message via user Plane
7.UE establishing secure user plane connection
8. Nlmf_Location_UPNotify(User Plane Positioning Acknowledge )
9. Store LCS-UP connection context
6. Notification the UE through the known UE IP address



