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	Reason for change:
	Restricting the architecture so that one PIN can only use one PDU Session would force all PIN traffic to be routed via the same PDU Sesssion even of the traffic is used to access very different services

	
	

	Summary of change:
	Removed the following editor’s note:
Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.

	
	

	Consequences if not approved:
	All PIN traffic would need to be routed via the same PDU Sesssion even of the traffic is used to access very different services.

	
	

	Clauses affected:
	5.44.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


[bookmark: _Toc19197325][bookmark: _Toc27896478][bookmark: _Toc36192646][bookmark: _Toc37076377][bookmark: _Toc45194823][bookmark: _Toc47594235][bookmark: _Toc51836866][bookmark: _Toc131529246][bookmark: _Toc19197394][bookmark: _Toc27896547][bookmark: _Toc36192715][bookmark: _Toc37076446][bookmark: _Toc45194896][bookmark: _Toc47594308][bookmark: _Toc51836939][bookmark: _Toc131529355]






[bookmark: _Toc131517065]5.44.3.1	PDU Session Establishment for PIN
When a PDU Session associated with a PIN is established by UE with PEGC, an SMF is selected according to clause 4.3.2.2.3 of TS 23.502 [3]. The UE with PEGC may use IP address allocation methods as specified in clause 5.8.2.2 (e.g. IPv6 Prefix Delegation feature).
One PEGC may serve more than one PINs and in this case the PEGC shall have at least one PDU Session for each PIN if the PIN traffic is via PEGC/5GC. One PIN may be served by more than one PDU sessions in the PEGC.
Editor's note:	How and whether to handle the case where PINs share a PDU session and local switching is FFS.
Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.
Editor's note:	The handling of the PEMC in 5GC in relation with PIN is FFS.

