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Figure 4.15.6.13.2-1: Procedure for revoking a Multi-member AF session with required QoS for a list of UEs
1.	The AF sends a request to revoke the allocated resources for the traffic flows for the communication between a set of UEs and an AF, using Nnef_AFsessionWithQoS_Revoke request message (Transaction Reference ID).
2.	The NEF authorizes the AF request. If the authorisation is not granted, all steps (except step 8) are skipped and the NEF replies to the AF with a Result value indicating that the authorisation failed. 
3-4.	The NEF refers to the list of UE addresses associated with the Transaction Reference ID and finds BSF serving the UE address(es) using NRF.   For each UE address, the NEF uses Nbsf_Management_Discovery service operation, providing the UE address, to discover the responsible PCF for each of the PDU Sessions.
	Steps 5-7 apply for each UE address in the list of UE addresses.
5.	The NEF provides the UE address and the received parameters in step 1 to the PCF in the Npcf_PolicyAuthorization_Delete request as described in clause 5.2.5.3.4 excluding TSCTSF related info for the corresponding UE. 
6.	The PCF requests SMF to proceed the SM Policy Association Termination procedure as defined in clause 4.16.6.
7.	The PCF sends the Npcf_PolicyAuthorization_Delete response message to the NEF.
8.	The NEF aggregates the authorization responses from the PCFs and sends a Nnef_AFsessionWithQoS_Revoke response message (Transaction Reference ID) with the aggregated authorization responses to the AF. Result for list of UE addresses includes whether the authorization was successful or has failed for every UE address in the list. The NEF stores the list of UE addresses for which the authorization was successful.
	Steps 9-10 apply for each UE address in the list of UE addresses.
9 – 10. 	The NEF initiates the Npcf_PolicyAuthorization_Unsubscribe operations towards the respective PCF(s) for every UE in the list of UE address(es) associated with the Transaction Reference ID and PCF(s) confirm the the unsubscribe.  
11.	The NEF sends Nnef_AFsessionWithQoS_Notify message with the event reported by the PCF to the AF to confirm the revocation of the Multi-member AF session.    
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